
Ordering Information:
TM300 ............Type K/J Dual Input Thermometer
TM300-NIST ..Type K/J Dual Input Thermometer w/ Calibration Traceable to NIST
TP870 ............Replacement Type K Bead Wire Temperature Probe (482°F/250°C)
TP875 ............Type K Bead Wire Temperature Probe (1000°F/538°C)
TP200 ............Type K Pipe Clamp Probe (200°F/93°C)
TP400 ............Type K Pipe Clamp Probe (450°F/232°C)

Specifications subject to change without notice. 
Copyright © 2009-2011 Extech Instruments Corporation. All rights reserved including the right of reproduction in whole or in part in any form.

www.extech.com 6/16/11 - R1

Features:
• Large backlit LCD displays T1, T2, T1-T2

differential, plus Min, Max, and Avg

• Wide temperature range with 0.1°/1° resolution

• Readout in °F, °C, or K (Kelvin)

• Data Hold function freezes reading on display

• Max/Min/Avg readings with relative time stamp

• Offset key used for zero function to make
relative measurements

• Auto Power off with disable feature

• Complete with two general purpose Type K
bead wire temperature probes, three AAA
batteries, and pouch case

Dual Inputs and Side-Button Controls
For calculation of differential temperature readings while side buttons allow for

convenient one-hand operation

Type K/J Dual Input Thermometer

Specifications
Temperature (Type K) -328 to 2501°F (-200 to 1372°C)
Temperature (Type J) -346 to 2012°F (-210 to 1100°C)
Basic Accuracy ±(0.15% rdg + 1.8°F/1°C)
Resolution 0.1°/1°
Dimensions 8.7 x 2.5 x 1.1" (220 x 63 x 28mm)
Weight 7oz (200g)

Model TP875 — Optional Type K Bead Wire Temperature Probe measures from 
-58 to 1000°F (-50 to 538°C) with subminiature connector. Includes a banana
adaptor connector for use with meters with banana adaptor inputs.

Model TP200 and TP400 — Optional Type K Pipe Clamp Temperature Probe for
hands-free superheat/sub-cooling temperature measurement from -4°F to 200°F
(-20°C to 93°C) for TP200 and -4 to 450°F (-20 to 232°C)

Visit www.extech.com for a wide selection of Temperature Probes including
Penetration and Surface Probes.

Optional Accessories:

TP875 TP200 TP400 



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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