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FSA3030 — High-Speed USB2.0/Mobile High-
Definition Link (MHL™) with Negative Swing Audio 
 

Features 
 Low On Capacitance: 4.2 pF/5 pF MHL/USB 

(Typical) 

 Low Power Consumption: 30 μA Maximum 

 Supports MHL Rev. 2.0 

 MHL Data Rate: 4.0 Gbps 

 Audio Swing: -1.5 V to +1.5 V (Typical) 

 Packaged in 12-Lead UMLP (1.8 x 1.8 mm)  

 Over-Voltage Tolerance (OVT) on all USB Ports 
Up to 5.25 V without External Components 

Applications  
 Cell Phones and Digital Cameras 

Description 
The FSA3030 is a bi-directional, low-power, high-speed, 
3:1, USB2.0, MHL™ and audio switch. Configured as a 
double-pole, triple-throw (DP3T) switch, it is optimized 
for switching between high- or full-speed USB, Mobile 
High-Definition Link sources (per MHL Rev. 2.0 
specification) and negative swing capable audio.  

The FSA3030 contains special circuitry on the switch 
I/O pins, for applications where the VCC supply is 
powered off (VCC=0), that allows the device to withstand 
an over-voltage condition. This switch is designed to 
minimize current consumption even when the control 
voltage applied to the control pins is lower than the 
supply voltage (VCC). This is especially valuable in 
mobile applications, such as cell phones, allowing direct 
interface with the general-purpose I/Os of the baseband 
processor. Other applications include switching and 
connector sharing in portable cell phones, digital 
cameras, and notebook computers. 

 

Ordering Information 
Part Number Top Mark Operating Temperature Range Package 

FSA3030UMX LU -40 to +85°C 
12-Lead, Ultrathin Molded Leadless Package 
(UMLP), 1.8mm x 1.8 mm 

 

Figure 1. Typical Application 
All trademarks are the property of their respective owners. 
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Physical Dimensions 

 

Figure 20. 12-Lead, Ultrathin Molded Leadless Package (UMLP) 

Product-Specific Dimensions 
Description Nominal Values (mm) 
Overall Height 0.50 

Package Standoff 0.012 
Lead Thickness 0.15 

Lead Width 0.20 
Lead Length 0.40 
Lead Pitch 0.40 

Body Length (X) Min: 1.70, Nom: 1.80, Max: 1.90 
Body Width (Y) Min: 1.70, Nom: 1.80, Max: 1.90 

Lead One Nominal Length 0.40 
Lead One Nominal Width 0.20 

Lead One Nominal Bevel Length 0.10 
Lead One Nominal Bevel Depth 0.10 

Lead One Nominal Tip Non-Bevel Width 0.10 
 
Package drawings are provided as a service to customers considering Fairchild components. Drawings may change in any manner 
without notice. Please note the revision and/or date on the drawing and contact a Fairchild Semiconductor representative to verify or 
obtain the most recent revision. Package specifications do not expand the terms of Fairchild’s worldwide terms and conditions, 
specifically the warranty therein, which covers Fairchild products. 

Always visit Fairchild Semiconductor’s online packaging area for the most recent package drawings: 
http://www.fairchildsemi.com/packaging/. 
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NOTES:

A.  PACKAGE DOES NOT FULLY CONFORM TO
     JEDEC STANDARD.
B.  DIMENSIONS ARE IN MILLIMETERS.

C.  DIMENSIONS AND TOLERANCES PER
     ASME Y14.5M, 1994.

D.  LAND PATTERN RECOMMENDATION IS
      BASED ON FSC DESIGN ONLY.

E.  DRAWING FILENAME: MKT-UMLP12Arev4.
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

