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10cm Male-Male

10cm ZipWire™ (ZW) Zipable multi-color jumper wires provide
fast and convenient connections to

BreadBoards and headers.

PART#:
ZW-MM-10

PART#:
ZW-MF-10

PART#:
ZW-FF-10

PART#:
KIT-ZW-10x3

AVAILABLE STYLES:

• Multi-color ribbons of 40 wires with male-male, female-female, or male-female connectors
available in 10 cm lengths.

• Ideal for use with solderless BreadBoards or to connect to square post headers or 0.1" pitch
sockets.

• Rainbow colored ribbon cable provides the 10 standard electrical colors to color-code your
connections.

• 28AWG PVC insulated ribbon cable can be unzipped in groups to organize signals or as
individual wires.

• Contacts use tinned beryllium-copper in black plastic housings.

ZipWire™ Features:

10cm Male-Female 10cm Female-Female 10cm Kit
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ZipWire provides a convenient way to connect the signals in your projects. The wires can be
unzipped for individual wires as needed. The color-coding can be used to organize power, ground
and other signal types to keep your circuit organized. The rainbow colored ribbon cable provides
the 10 standard electrical colors. Each ZipWire ribbon provides 40 wires, four of each color.

When connecting to a group of signals (such as UART or SPI signals), a group of attached ZipWires
can be used to keep the signals together to better manage your wiring.

The male-male wires are available in 10cm lengths for shorter connections. They work great for
signals within a solderless breadboard (such as the BB400 and BB830). The male-female
ZipWires can be used as extension wires to make longer connections.

ZipWires have 0.1” pitch. Female connections work great on standard square post headers
(0.025” square posts on 0.1” centers). Male pins can be used with solderless breadboards or 0.1”
pitch sockets.

ZipWire™ Details:

Related Products:

BB1660 BreadBoard BB300 BreadBoardBB400 BreadBoardBB830 BreadBoard

Kit of all three ZipWire styles (KIT-ZW-10x3)

10cm Male-Female
(ZW-MF-10)

10cm Male-Male
(ZW-MM-10)

10cm Female-Female
(ZW-FF-10)



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

