
 
3MTM .050”/1.27mm Round-Jacketed, Shielded, Twisted Pair Flat Cable 
28 AWG Stranded, Mass Terminatable, PVC/PVC 3784 Series 

 

• 28 AWG stranded wire to provide flexibility 
• Twisted pairs reduce crosstalk for balanced 

drive applications 
• Wires are colour coded for easy identification 
• Jacket is round for better flexibility 
• Flat section parts for mass termination 
• Shielding provides excellent EMI/ESD protection 
• See Regulatory Information Appendix (RIA) for 

chemical compliance information 
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Physical 
 Insulation 
 Material: Polyvinyl Chloride (PVC) 
 Color:  Grey 
 Primary Material: Polyvinyl Chloride (PVC) 
 Marking  
 Standard: UL AWM 2935  VW-1  300 V  80C  E65859  EU<50 V 
 Conductors: 28 AWG 7 x 36 [ 7 x ø 0.127 ] Tinned Stranded Copper 
 Shielding: Tinned Copper Braid Shield, 80% min. coverage 
 UL Style No.: 2935 

 

Electrical 
 Voltage Rating: USA: 300V    EU: <50V 
 Insulation Resistance: > 1 x 1010 Ω/10 ft. [ 3m ] 
  Unbalanced  Balanced 
 Characteristic Impedance: 71 Ω  123 Ω   
 Capacitance: 24.1 pF/ft [ 79.1 pF/m ]  13.9 pF/ft  [ 45.6 pF/m ] 
 Inductance: .12 µH/ft [ 0.39 µH/m ]  .21 µH/ft [ 0.69 µH/m ] 
 Propagation Delay: 1.72 ns/ft [ 5.64 ns/m ]  1.71 ns/ft [ 5.61 ns/m ] 
 Velocity of Propagation: 59%  59% 
Note: Unbalanced is measured between conductors within a pair with one conductor connected to the shield. 
Balanced is measured between conductors within a pair with the shield floating. 

 

Environmental 
 Temperature Ratings: -20°C to +80°C 
 Flammability Rating: UL:  VW-1 
 
 
 
 
 

 
3 3M is a trademark of the 3M Company 
Interconnect Solutions For technical, sales or ordering information call 
http://www.3M.com/interconnects/             800-225-5373 
 
 



 
 

3MTM .050”/1.27mm Round-Jacketed, Shielded, Twisted Pair Flat Cable 
28 AWG Stranded, Mass Terminatable, PVC/PVC 3784 Series 
 

 

 

Note: 
   RIA E1 & C1 apply for all cables listed 
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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