
280 VOLT DUAL SOLID STATE RELAYS

     40 amp dual AC output relays
     Output voltage from 24 to 280 Vac
     Direct bond copper substrate  
     Back to back dual SCR output
     4000 Vac optical isolation
     Zero crossing or random turn on
     UL/cUL Recognized, CE Compliant

Output Specifications Part Numbers 1/4" Quick Connect
Voltage range (Vrms)
Peak Voltage (Vpk , t = I min.) Rating Output Input Part Number
Off-state leakage mArms 25 Amp 24-280Vac 4-15Vdc 84140000
(@ max. line voltage & Ta = 25ºC)  25 Amp 24-280Vac 17-32Vdc 84140010
Output Current (Mounted on 25   40 40 Amp 24-280Vac 4-15Vdc 84140200
proper heat sink, see deratings)  40 Amp 24-280Vac 17-32Vdc 84140210
Minimum Current (mArms) 100   100
1 cycle surge current 50-60 Hz 275-300   710-750 Rating Output Input Part Number
(Apk, Ta = 25ºC)  25 Amp 24-280Vac 4-15Vdc 84140100
1 second surge current 50/60 Hz 85   150 25 Amp 24-280Vac 17-32Vdc 84140110
(Apk, Ta = 25ºC)  40 Amp 24-280Vac 4-15Vdc 84140300
Forward voltage drop 1.4   1.3 40 Amp 24-280Vac 17-32Vdc 84140310
(Vpk @ Imax, Ta = 25ºC)  Part Numbers Locking Connector
I2T (50-60Hz, ½ cycle) 380-370   2520-2320
Rjb (thermal res. Junction to 0.6   0.4 Rating Output Input Part Number
baseplate, ºC/W)  25 Amp 24-280Vac 4-15Vdc 84140800
Static off-state dv/dt 500   500 25 Amp 24-280Vac 17-32Vdc 84140810
(Vµs, Ta = 25ºC)  40 Amp 24-280Vac 4-15Vdc 84140900
Input Specifications 40 Amp 24-280Vac 17-32Vdc 84140910
Input voltage 4-15Vdc   17-32Vdc
Drop out voltage 1Vdc   1Vdc Rating Output Input Part Number
Min. input current (for on-state) 7.5mA   13mA 25 Amp 24-280Vac 4-15Vdc 84140801
Maximum input current 34mA   24mA 25 Amp 24-280Vac 17-32Vdc 84140811
Input Resistance (Ohms) 500   1500 40 Amp 24-280Vac 4-15Vdc 84140901
Turn-on time* 8.33msec   8.33msec 40 Amp 24-280Vac 17-32Vdc 84140911
Turn-off time 8.33msec   8.33msec Mating Connector: Molex # 14-56-2042
* Random SSR's turn on in less than 100µs  Part Numbers Screw Terminals
General Characteristics
Operating Temperature (ºC) Rating Output Input Part Number
Storage Temperature (ºC) 25 Amp 24-280Vac 4-15Vdc 84140003
Input to output isolation 4000Vrms  25 Amp 24-280Vac 17-32Vdc 84140013
Input/output to ground isolation 2500Vrms  40 Amp 24-280Vac 4-15Vdc 84140203
Input to output capacitance 40 Amp 24-280Vac 17-32Vdc 84140213
Operating Frequency
Housing Material Rating Output Input Part Number

25 Amp 24-280Vac 4-15Vdc 84140103
Standards of Compliance 25 Amp 24-280Vac 17-32Vdc 84140113
CE Compliant with the LVD 73/23/EEC 40 Amp 24-280Vac 4-15Vdc 84140303
UL / cUL Recognized per UL 508 and CSA C22.2 no. 14-M91 40 Amp 24-280Vac 17-32Vdc 84140313
See next page thermal curves.

Mating Connector for 841408xxx and 841409xxx
Molex # 50-57-9404 without pins
Crimp Pins Molex # 16-02-0103 
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660 VOLT DUAL SOLID STATE RELAYS

     40 amp dual AC output relays
     Output voltage from 48 to 660 Vac
     Direct bond copper substrate  
     Back to back dual SCR output
     4000 Vac optical isolation
     Zero crossing or random turn on
     UL/cUL Recognized, CE Compliant

Output Specifications Part Numbers 1/4" Quick Connect
Voltage range (Vrms)
Peak Voltage (Vpk , t = I min.) Rating Output Input Part Number
Off-state leakage mArms 25 Amp 48-660Vac 4-15Vdc 84140500
(@ max. line voltage & Ta = 25ºC) 25 Amp 48-660Vac 17-32Vdc 84140510
Output Current (Mounted on 25  40 40 Amp 48-660Vac 4-15Vdc 84140600
proper heat sink, see deratings) 40 Amp 48-660Vac 17-32Vdc 84140610
Minimum Current (mArms) 100  100
1 cycle surge current 50-60 Hz 275-300  710-750 Rating Output Input Part Number
(Apk, Ta = 25ºC) 25 Amp 48-660Vac 4-15Vdc 84140501
1 second surge current 50/60 Hz 85  150 25 Amp 48-660Vac 17-32Vdc 84140511
(Apk, Ta = 25ºC) 40 Amp 48-660Vac 4-15Vdc 84140601
Forward voltage drop 1.4  1.3 40 Amp 48-660Vac 17-32Vdc 84140611
(Vpk @ Imax, Ta = 25ºC) Part Numbers Screw Terminals
I2T (50-60Hz, ½ cycle) 380-370  2520-2320
Rjb (thermal res. Junction to 0.6  0.4 Rating Output Input Part Number
baseplate, ºC/W) 25 Amp 48-660Vac 4-15Vdc 84140503
Static off-state dv/dt 500  500 25 Amp 48-660Vac 17-32Vdc 84140513
(Vµs, Ta = 25ºC)   40 Amp 48-660Vac 4-15Vdc 84140603
Input Specifications 40 Amp 48-660Vac 17-32Vdc 84140613
Input voltage 4-15Vdc  17-32Vdc  
Drop out voltage 1Vdc  1Vdc  Rating Output Input Part Number
Min. input current (for on-state) 7.5mA  13mA 25 Amp 48-660Vac 4-15Vdc 84140530
Maximum input current 34mA  24mA 25 Amp 48-660Vac 17-32Vdc 84140531
Input Resistance (Ohms) 500  1500 40 Amp 48-660Vac 4-15Vdc 84140630
Turn-on time* 8.33msec  8.33msec 40 Amp 48-660Vac 17-32Vdc 84140631
Turn-off time 8.33msec  8.33msec
* Random SSR's turn on in less than 100µs
General Characteristics
Operating Temperature (ºC) -40 to + 80  
Storage Temperature (ºC) -40 to + 100  
Input to output isolation 4000Vrms  
Input/output to ground isolation 2500Vrms  
Input to output capacitance 8pF (typical)  
Operating Frequency 47 to 63 Hz  
Housing Material

Standards of Compliance
CE Compliant with the LVD 73/23/EEC 
UL / cUL Recognized per UL 508 and CSA C22.2 no. 14-M91
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

