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Model 6383 
Banana Plug, User Installed  
(18-22 AWG) 

Sales: 800-490-2361   Fax: 888-403-3360 
Technical Assistance: 800-241-2060 

  
 
 

 
 
 
 
 
FEATURES: 

• Attaches to your wire with commonly available crimp tools or by soldering. 
• Can be used on stranded wire from 18 to 22 AWG with an insulation diameter from 0.060” to 0.150”.  
• Provides safe and secure connections to 4mm shrouded banana jacks recessed for shrouded plugs. 
• Compatible with most digital multimeters from Fluke, Wavetek, Agilent, Amprobe,  
      Greenlee and others.  
• Will comply with IEC1010 CAT II, 300V when properly assembled. 

 
MATERIALS: 
Banana Plug: Nickel plated Brass and Beryllium Copper.  
Insulation: Santoprene (Thermoplastic Elastomer). 
 
RATINGS: 
Operating Voltage: 300V Max. (Hand Held); 1,500V Max. (Non-Hand Held) 
Current: 5 Amperes 20-22 AWG, 15 Amperes 18 AWG 
Operating Temperature: -20°F to 275°F (-29°C to 135°C) 
                        Storage: -40°F to 302°F (-40°C to 150°C) 
 
ORDERING INFORMATION:  Model 6383-(*). 
* = Color, (-0) Black, (-2) Red, (10 per package).  (-02) 1 of each color.                                                                                          
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FIGURE #1 
A. Slide plastic housing over wire. 
B. Place stripped wire (18, 20, or 22 AWG) end into terminal hole. 
 
FIGURE #2 
C. Crimp terminal using a bare-terminal style crimper.  Retention force of joint should exceed 12 pounds to assure no 

damage occurs to joint when housing is snapped into place. 
 
FIGURE #3 
D.    Slide housing over plug and pull on wire until snap engages. 



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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