
3757 W. Touhy Ave., Lincolnwood, IL 60712 • (847) 675-1760 • Fax (847) 673-2850 • www.illcap.com 

40

®

For a l l  general  purpose appl icat ions

� Suitable for dipped tantalum    
replacement

� Small case sizes

� Capacitance range: 1 µF to2200 µF
� Voltage range: 6.3 WVDC to 50 WVDC
� Solvent tolerant end seals standard

FEATURES

RSS

Operating Temperature Range

SPECIFICATIONS

Capacitance Tolerance

-40°C to +85°C

±20%at 120 Hz, 20°C

Shelf Life
500 hours at +85°C with no voltage applied.

Units will meet load life specifications

Load Life

1,000 hours at +85°C with rated voltage

6.3 10 16 25 35 50

.25 .2 .17 .15 .12 .10

Dissipation Factor
120Hz, 20°C tan d

WVDC

Impedance Ratio
(Max.) @120Hz 

-25°C/20°C

-40°C/20°C

5      4 3 2 2 2

10 8 6 4 4 4

WVDC 6.3 10 16 25 35 50

2 minutesLeakage Current       
.01 CV or 3 µA

whichever is greater

Time

≤50WVDCWVDC

≤ 20% of initial measured value 
≤ 200% of initial specified value

≤ initial specified value

Capacitance change
Dissipation factor
Leakage current

+85°C Low Profile
Radial Lead Aluminum 
Electrolytic Capacitors

SPECIAL ORDER OPTIONS

• Special tolerances: ±10% (K), -10% + 30% (Q)  • Tape and Reel/Ammo-Pack  • Cut, Formed, Cut and Formed, and Snap In Leads

(See pages 33 thru 37)

Ripple Current Multipliers
Frequency (Hz)

50 120 400 1K 10K 100K
0.8 1.0 1.3 1.45 1.65 1.7

Temperature (°C)
+85
1.0

+70
1.3

+60
1.5

+30
1.8



RSS +85°C, 7 to 15mm Height
1000 hours

Capacitance
(µF) WVDC IC PART NUMBER

Maximum
ESR (mΩ)
120 Hz,
+20°C

Maximum
RMS Ripple
Current
(mA)
120 Hz,
+105°C

Dims DxL
(mm)

1 50 105RSS050M 165.786 10 4x7
2.2 50 225RSS050M 75.358 20 4x7
3.3 50 335RSS050M 50.238 25 4x7
4.7 35 475RSS035M 42.328 25 4x7
4.7 50 475RSS050M 35.274 30 5x7
10 16 106RSS016M 28.184 40 4x7
10 35 106RSS035M 19.894 45 5x7
10 50 106RSS050M 16.579 50 6.3x7
22 16 226RSS016M 12.811 45 5x7
22 35 226RSS035M 9.043 70 6.3x7
33 10 336RSS010M 10.0477 50 5x7
33 25 336RSS025M 7.536 70 6.3x7

Capacitance
(µF) WVDC IC PART NUMBER

Maximum
ESR (mΩ)
120 Hz,
+20°C

Maximum
RMS Ripple
Current
(mA)
120 Hz,
+105°C

Dims DxL
(mm)

47 6.3 476RSS6R3M 7.055 80 5x7
47 16 476RSS016M 5.997 80 6.3x7
100 6.3 107RSS6R3M 4.145 90 6.3x7
100 25 107RSS025M 2.487 135 8x9
100 35 107RSS035M 1.989 160 10x9
220 10 227RSS010M 1.507 165 8x9
220 16 227RSS016M 1.281 202 10x9
470 6.3 477RSS6R3M 0.882 238 10x9
470 35 477RSS035M 0.423 524 10x12.5
1000 16 108RSS016M 0.282 655 12.5x15
1000 35 108RSS035M 0.199 1000 16x15
2200 16 228RSS016M 0.1583 940 16x15
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

