
Innovative Technology 
	 for a Connected World

global solutions: local support TM

Americas: +1.847 839.6907
IAS-AmericasEastSales@lairdtech.com

Europe: +1.32.80.7866.12
IAS-EUSales@lairdtech.com

Asia: +1.65.6.243.8022 
IAS-AsiaSales@lairdtech.com

www.lairdtech.com

Dual-Band Vertically polarized Omni antenna
The wideband S24512BPX antenna offers full-band coverage for 802.11b/a/g/n and includes all hardware required to mount indoors 
or outdoors. The antenna provides the “no compromise” performance expected from a single-band radio system in a dual-band radio. 
While many dual-band antennas are a compromise between the two operating bands, the Laird Technologies S24512BPX provides 
full-band coverage and omnidirectional coverage over both bands. With a design assisted by Laird Technologies’ proprietary  
optimization tools, performance and value are unparalleled.

FEATURES
•	 Vertically polarized omnidirectional 
•	 Rugged, lightweight and water resistant 
•	 Compact size
•	 2.4-2.5/5.1-5.85 GHz, full 802.11b/a/g/n wideband performance 
•	 Choice of pigtail length and connector type

Vertically Polarized  
Omni Antennas

 S24512BPX

Markets
•	 Outdoor metropolitan mesh networks 
•	 Enterprise WLAN networks
•	 Indoor/outdoor mast mounts 
•	 High to medium density customer premise locations
•	 MIMO applications
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products are sold pursuant to the Laird Technologies’ Terms and Conditions of sale in effect from time to time, a copy of which will be furnished upon request. © Copyright 2009 Laird Technologies, Inc. All 
Rights Reserved. Laird, Laird Technologies, the Laird Technologies Logo, and other marks are trade marks or registered trade marks of Laird Technologies, Inc. or an affiliate company thereof. Other product or 
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Parameter Performance

Frequency 2400-2500 /5150-5850 MHz

Gain 3 dBi Typical for 2.4 GHz 
6 dBi Typical for 5.5 GHz

Input Impedance 50Ω

Elevation Plane Beamwidth 360°

Wind Surface Area 0.07 ft2 (0.006 m2)

Wind Survivability 125 mph (200 kph)

Weight 0.30 lb (0.14 kg)

Height 9.6 in (24.5 cm)

Nominal Impedance 50 Ohms

VSWR 2.0:1

Power Handling 10 Watts

Radiating Element PC board

Enclosure Polycarbonate

Connector Reverse polarity SMA (male) standard, 
other connectors available upon request

Cable Length 36” (91.4 cm) Plenum standard,  
other lengths available upon request
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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