
Introducing
UV-Resistant Sealed Circular Plastic  
Connectors (CPC)

NOW OFFERING HOUSINGS WITH UL F1 RATED MATERIAL & ENVIRONMENTAL SEALING

The new Sealed CPC using UL F1-rated resin is ideal for UV resistance in outdoor 

applications. The UL F1 rating meets industry standards for long-term UV exposure, 

making the housings suitable for outside applications where parts are subject to frequent 

or extended periods of exposure to sun light.  The new CPC is sealed to IP67 with no 

additional enclosure needed to protect the mated connector from water exposure, making 

it easier to install and lowering the cost of installation.  The circular configuration requires 

less space than a rectangular-style connector with an equal number of contacts for an 

efficient use of space on your equipment.

Receptacle and plug housings accept Type III+ signal contacts and/or AMP POWERBAND 

(size 8) contacts.  The housings come in three series designed to handle standard signal, 

power with current up to 50A per contact and combinations of signal and power in the 

same housing. All housing variations include sealing to IP67.  Mounting options include 

panel mount, free-hanging and wire-to-board.  



While TE has made every reasonable effort to ensure the accuracy of the information in this document, TE does not guarantee that it is error-free, nor does TE make 
any other representation, warranty or guarantee that the information is accurate, correct, reliable or current. TE reserves the right to make any adjustments to the 
information contained herein at any time without notice. TE expressly disclaims all implied warranties regarding the information contained herein, including, but  
not limited to, any implied warranties of merchantability or fitness for a particular purpose. The dimensions in this document are for reference purposes only and are 
subject to change without notice. Specifications are subject to change without notice. Consult TE for the latest dimensions and design specifications.
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APPLICATIONS

•	Outdoor applications with UV and water exposure; such as Alternative Energy & 
Wireless Transmission

MECHANICAL

•	Sealing capability per IP67 rating

ELECTRICAL

•	UL Voltage Rating

- Series 1 & 6 – 600 V (AC or DC)

- Series 5 – 250 V (AC or DC)

MATERIALS

•	Rated F1 per UL requirements for UV resistance

•	Flammability Rating: UL 94V-0 rated

SPECIFICATIONS

•	UL recognized (File No. E28476)

PRODUCT OFFERING

KEY FEATURES

•	F1 rated material withstands UV 
exposure per industry standards, 
prolonging equipment life

•	IP67 sealing capability allows 
equipment usage in wet 
locations without added cost of 
supplemental enclosure

•	Circular design maximizes contact 
density, lowering equipment space 
requirements for power and signal 
interconnections

UV-Resistant Sealed 
Circular Plastic  
Connectors (CPC)

Part Number Description

SERIES 1: SIGNAL

1977876-1 Panel Mount Receptacle Housing, 11-4, Standard Sex

1977877-1 Free Hanging Receptacle Housing, 11-4, Standard Sex

1977878-1 Plug Housing, 11-4, Standard Sex

1977879-1 Panel Mount  Receptacle Housing, 11-4, Reverse Sex

1977880-1 Free Hanging Receptacle Housing, 11-4, Reverse Sex

1977881-1 Plug Housing, 11-4, Reverse Sex

1977882-1 Panel Mount  Receptacle Housing, 13-9, Standard Sex

1977883-1 Free Hanging Receptacle Housing, 13-9, Standard Sex

1977884-1 Plug Housing, 13-9, Standard Sex

1977885-1 Panel Mount  Receptacle Housing, 23-37, Standard Sex

1977886-1 Free Hanging Receptacle Housing, 23-37, Standard Sex

1977887-1 Plug Housing, 23-37, Standard Sex

SERIES 5: POWER

1977888-1 Panel Mount Receptacle Housing,  17-3, Reverse Sex

1977889-1 Plug Housing, 17-3, Reverse Sex

SERIES 6: POWER & SIGNAL (HYBRID)

1977890-1 Panel Mount Receptacle Housing, 23-16, Standard Sex

1977891-1 Free Hanging Receptacle Housing, 23-16, Standard Sex

1977892-1 Plug Housing, 23-16, Standard Sex

Samples available via TE.com

te.com/products/circularplasticconnectors



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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