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AVX has been leading the industry with reliable Board-to-Board (BTB)
compression connectors for commercial, medical and harsh industrial
applications, obtaining the very first contact patent in the early 1990’s.
The broad range of connectors offers both signal contacts which support
1 Amp/contact up to 40 position as well as low pin count (LPC) power
contacts up to 3 Amps/contact. 
The newest addition is the Ultra Low Profile (ULP) power connector that
supports a 1.3mm compressed height, the lowest on the market. Gold
plated Beryllium Copper (BeCu) contacts offers the most reliable and
resilient contact performance in this miniature package. The sweeping
contact design offers 0.7mm deflection range, long contact wipe and in
excess of 40 grams of contact force at minimum operating deflection. All
combined, this connector is rated at an unbelievable 5000 mating cycles
for mechanical endurance.

ELECTRICAL
•  Current Rating: 3 Amps/Contact
•  Voltage Rating: 125VAC

ENVIRONMENTAL
•  Operating Temperature: 

-40ºC to +105ºC

MECHANICAL
•  Insulator Material: Glass-Filled Nylon 46;

UL94 V-O
•  Contact Material: Beryllium Copper
•  Plating: Gold over Nickel
•  Durability: 5000 Cycles

FEATURES AND BENEFITS
•  High Reliability / High Cycle Life BeCu contacts for maximum system

performance 
•  ULP 1.3mm minimum operating height with 0.7mm “Z” axis

compression/tolerance range
•  Gold plating supports a broad range applications based on reliability 

and environments
•  3 Amp contact rating over a -40ºC to +105ºC operating range supports 

a broad application spectrum

APPLICATIONS
•  Low profile power, signal, ground or

shielding requirements
•  Repeatable/Pluggable module or

battery pack requirements
•  Low profile flex circuit to PCB 

applications
•  Portable devices

Ultra-Low Profile 
2.5mm Pitch Battery
9155-100

HOW TO ORDER
00

Prefix

9155

Series

00X

No. of Ways
2 = 002
3 = 003

10X

Low Profile
Battery Connector

Code Description Operating Height 
Low Profile

100 Battery Connector 1.30 (0.051)
No Stop

Low Profile
101 Battery Connector 1.30 (0.051)

Stop

00X

Plating Option
Code Description 
006 0.4μm Selective Gold, Standard
008 0.8μm Selective Gold, Special Order
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2 WAY LOW PROFILE CONNECTOR
NO STOP

PACKING DETAILS
REEL QTY 1500
LEADER 500MM
TRAILER 500MM

SUGGESTED PCB LAYOUT

NOTES:
1.  FOR FULL PRODUCT SPECIFICATION REFER TO ELCO 

SPECIFICATION 201-01-094.
2.  MATERIALS: CONTACT - COPPER ALLOY, 

INSULATOR - GLASS FILLED NYLON. COLOR: BLACK.
3.  TOLERANCE ±0.20 UNLESS SPECIFIED.
4.  PACKING DETAILS SEE TABLE.
5.  FOR MATING PAD DETAILS REFER TO PAGE 103.

SECTION A-A

Ultra-Low Profile 
2.5mm Pitch Battery
9155-100
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CONNECTINTERCONNECTINTERUltra-Low Profile 
2.5mm Pitch Battery
9155-100

PACKING DETAILS
REEL QTY 1200
LEADER 500MM
TRAILER 500MM

SUGGESTED PCB LAYOUT
NOTES:
1.  FOR FULL PRODUCT SPECIFICATION REFER TO ELCO 

SPECIFICATION 201-01-094.
2.  MATERIALS: CONTACT - COPPER ALLOY, 

INSULATOR - GLASS FILLED NYLON. COLOR: BLACK.
3.  TOLERANCE ±0.20 UNLESS SPECIFIED.
4.  PACKING DETAILS SEE TABLE.
5.  2 EQUAL PITCHES @ 2.50 = 5.00.
6.  FOR MATING PAD DETAILS REFER TO PAGE 103.

SECTION A-A

3 WAY LOW PROFILE CONNECTOR
NO STOP
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CONNECTINTERCONNECTINTERUltra-Low Profile 
2.5mm Pitch Battery
9155-100

PACKING DETAILS
REEL QTY 1500
LEADER 500MM
TRAILER 500MM

SUGGESTED PCB LAYOUT

NOTES:
1.  FOR FULL PRODUCT SPECIFICATION REFER TO ELCO 

SPECIFICATION 201-01-094.
2.  MATERIALS: CONTACT - COPPER ALLOY, 

INSULATOR - GLASS FILLED NYLON. COLOR: BLACK.
3.  TOLERANCE ±0.20 UNLESS SPECIFIED.
4.  PACKING DETAILS SEE TABLE.
5.  FOR MATING PAD DETAILS REFER TO PAGE 103.

SECTION A-A

2 WAY LOW PROFILE CONNECTOR
WITH STOP
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CONNECTINTERCONNECTINTERUltra-Low Profile 
2.5mm Pitch Battery
9155-100

PACKING DETAILS
REEL QTY 1200
LEADER 500MM
TRAILER 500MM

SUGGESTED PCB LAYOUT

NOTES:
1.  FOR FULL PRODUCT SPECIFICATION REFER TO ELCO 

SPECIFICATION 201-01-094.
2.  MATERIALS: CONTACT - COPPER ALLOY, 

INSULATOR - GLASS FILLED NYLON. COLOR: BLACK.
3.  TOLERANCE ±0.20 UNLESS SPECIFIED.
4.  PACKING DETAILS SEE TABLE.
5.  2 EQUAL PITCHES @ 2.50 = 5.00.
6.  FOR MATING PAD DETAILS REFER TO PAGE 103.

SECTION A-A

3 WAY LOW PROFILE CONNECTOR
WITH STOP
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2.5mm Pitch Battery
9155-100

LOW PROFILE 
MATING PADS

2 WAY MATING PADS

3 WAY MATING PADS
NOTES:
1.  SUGGESTED MATING PADS FOR LOW PROFILE BATTERY CONNECTORS.
2.  OUTLIE OF CONNECTOR.
3.  PROFERED PLATING ON PADS GOLD OVER NICKEL.
4.  REFERENCE DIMENSIONS.
5.  DIMENSION TO EDGE OF BOARD FOR CONNECTORS WITH STOP.



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

