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BIVAIR

PM5-M124 SERIES

Smart Sensor Metal

Panel Mount Indicators
IP67 Rated

FEATURES AND BENEFITS
* IP67 rated and RoHS compliant.

* Smart sensor technology automatically senses and adjusts for appropriate intensity. Panel mount
indicators are sunlight readable in bright lighting and auto dim in dark lighting.

- Wide viewing angle capabilities with a water clear Fresnel lens (7mm).
* Solid color indication in green, blue, red, and yellow.
+ Black metal housing for ruggedized applications (shock and vibration resistant).

* Fast and easy installation with a panel thickness ranging from 0.040" - 0.250" and a standard mounting
hole size of 0.315".

+ Features non-polarized quick disconnect terminal blades which also work as soldering lugs for wire
connection.

- Wide input range (12-24V) suitable for both AC and DC operation.

APPLICATIONS

+ Servers and server appliances

+ Test and measurement equipment

* Electrical and control instrument panels

= Military and utility vehicle dashboards

* Commercial and communication control boxes
* Wireless and power line infrastructure

* Water and waste treatment equipment

2D ELT: Emitted Lens Typical I-'ED Viewin
Part Number | Wave Length | ~ | A Voltage Intensity Anal 9
(nm) olor ppearance Iv(mcd) @ OLx ngie
PM5-M124-BLU 465 Blue Water Clear | 12-24 VAC/VDC 20 100°
PM5-M124-GRN 530 Green Water Clear | 12-24 VAC/VDC 20 100°
PM5-M124-RED 625 Red Water Clear | 12-24 VAC/VDC 20 100°
PM5-M124-YLW 590 Yellow Water Clear | 12-24 VAC/VDC 20 100°
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BIVAR

SPECIFICATIONS

M8 Spring Lock Washer —\

M8X.75 Nut

MOUNTING TORQUE 4in-lbs (0.45N-m)

M8X.75 Thread

0.110 [2.8mm]

Quick Disconnect Terminal

|=—1.35 [34.3mm]
|=—1.10 [27.9mm]
_.‘ -——0.61 [15.4mm]

— 0.10 [2.5mm]

Sealing Ring

+.005
@.315__000:

RECOMMENDED MOUNTING HOLE
1.0 - 10.0mm PANEL THICKNESS

/—eo.4oo [10.2mm]

CLEAR FRESNEL LENS
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Duty Cycle
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Automatic Intensity Adjustment

Derating Graph

—12V

—24V

10 20 30 40 50 60 70 80
Ambient Temperature [C]
MAXIMUM PULSE DURATION 1s
MINIMUM RECOMMENDED PULSE DURATION 0.02s
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KomnaHus ((3J'IeKTpO|_|J'|aCT» npeanaraeT 3akKn4vyeHmne onrocpoYHbIX OTHOLLIEHUN npu
NOoCTaBKaxX MMMNOPTHbIX 3NTEKTPOHHbIX KOMMOHEHTOB Ha B3aMMOBbLIFO4HbIX yCJ'IOBI/lFlX!

Hawwn npeumyuiectsa:

e OnepaTuBHbIE NOCTABKM LUMPOKOrO CMeKTpa 3NeKTPOHHbIX KOMMNOHEHTOB OTEYECTBEHHOIO U
MMMOPTHOrO NPON3BOACTBA HANPAMYO OT MPOM3BOAMTENEN U C KPYNMHENLLNX MUPOBbLIX
CKNaaos.;

MocTaBka 6onee 17-TM MUNIIMOHOB HAMMEHOBAHWUIN 3NEKTPOHHbLIX KOMMNOHEHTOB;

MocTaBka CNoXHbIX, AeULNTHBIX, MMOO CHATLIX C MPOM3BOACTBA NO3ULIUIA;

OnepaTtunBHbIE CPOKM NOCTABKM Nof 3aka3 (0T 5 pabounx gHewn);

OKcnpecc goctaska B Nnobyto Touky Poccuu;

TexHnyeckas nogaepkka npoekTa, NomMoLLlb B nogdope aHanoros, NocTaBka NPOTOTUMOB;

Cuctema MeHeXMeHTa KavyecTBa cepTuduumnposaHa no MexayHapogHomy ctaHgapTty 1ISO

9001;

o JlnueHausa ®CH Ha ocyulecTBneHne paboT ¢ NCNONb30BaHWEM CBEOEHUIN, COCTABAOLLINX
rocygapCTBEHHYIO TalHy;

o [locTaBka cneumnanmampoBaHHbIX KOMNoHeHToB (Xilinx, Altera, Analog Devices, Intersil,
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq,
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics v gp.);

MoMMMO 3TOro, O4HMM M3 HanpaBnNeHU koMnaHum «AnekTpollnacT» ABNseTca HanpaBneHne

«UcTouHmkn nutaHua». Mel npeanaraem Bam nomoub KoHCTpyKTOpCKOro otaena:

e [logGop onTuManeHOro peleHus, TexHn4eckoe 060CHOBaHME Npu BbIOOpPE KOMMOHEHTA;
Monbop aHanoros.;
KoHcynbTaumm no NpUMEHEHMIO KOMMOHEHTA;
MocTaBka 06pa3yoB M NPOTOTUMNOB;
TexHn4veckasn noaaepka npoekTa;
3awmTa OT CHATMSA KOMMOHEHTA C NPON3BOACTBA.

Kak c Hamu cBfizaTbCcA

TenedoH: 8 (812) 309 58 32 (MHOrokaHanbHbIN)
Pakc: 8 (812) 320-02-42

OnekTpoHHas nouTta: org@eplastl.ru

Aapec: 198099, r. Cankt-INeTepbypr, yn. KannHuHa,
Oom 2, kopnyc 4, nutepa A.
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