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Transcend®

Wireless Occupancy Sensor, Wall Mount       

Transcend® Wall Mounted Occupancy Sensors are 

wireless and self-powered, providing a cost-effective 

way to control energy use in unoccupied rooms

The Transcend® Wall Mounted Occupancy Sensor harvests solar energy 

from indoor light and uses radio frequency technology to communicate 

wirelessly with other EnOcean-enabled devices, helping building automation 

systems to reset temperature, turn off lights and control other electrical loads 

upon detecting that a space has been unoccupied for a set period of time

Ordering Information

Molex Number Description

180997-0005 Occupancy Sensor, Ceiling Mount, 902MHz 

180997-0105 Occupancy Sensor, Ceiling Mount, 868MHz

Specifications

Power Supply 
Indoor light energy harvesting; Supplemental battery (CR2032) or 2-wire 
connector for external power or remote solar cell (Optional)

RF Communications 902MHz, 868MHz

Transmission Range 80 ft. (25m)

Motion Detector Range 34 ft. (10m) diameter

Sustaining Charge Time 3 hours per 24 hours @ 200 lux

Charge Time to Full 25 hours @ 200 lux

Unoccupied Transmission 10 and 30 minutes since last motion detection 

Operating Life in Darkness 80 hours (after full charge)

EnOcean Equipment Profile (EEP) A5-07-01

Minimum Operating Light 50 lux (for auto-off only) 

Agency Compliance
902MHz: Contains FCC: SZV-STM300U IC: 5713A-STM300U 868MHz: CE 
Certified, R&TTE Compliant

Dimensions 5.83” H x 2.52” W x 1.8” D (148mm x 64mm x 45mm)

Mounting Height 6 to 8 ft. (1.8 to 2.5m) recommended

Features and Benefits

Wireless, interoperable
Communicates with other Transcend® devices and with 
Transcend Network Connected Lighting system

Self-powered
Needs no wiring or battery support in a light-harvesting 
environment

PIR motion sensor with 360° viewing angle Maximum efficiency in different room settings

Two molded buttons with LED indicators Ability to link and configure the device locally

Internal tray
Provides power from supplemental coin battery in low-
light settings



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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