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Single Ended Audiophile - Tube Output (1627-1642 Series)

SINGLE-ENDED
"CLASSIC" TUBE OUTPUT - ULTRA-LINEAR 

"Over designed" for high-fidelity, single ended, Class-A, tube output circuits (triode, tetrode or pentode tubes).• 
Enclosed (shielded), four slot, chassis Type "X" mounting. • 
Frequency response at least 20 Hz. to 20 KHz. at full rated power (+/- 1 db max., ref. 1 Khz.)• 
Units are designed to provide ample "headroom" at bass frequencies (note the weight of each transformer).• 
All models have a secondary tapped for 4, 8 or 16 ohm outputs.• 
Insulated flexible leads 8" min. • 
For maximum versatility, all units (except the 1642SE & 1638SEA) include a 40% screen tap for Ultra-Linear, • 

 tetrode/pentode operation (if desired).
The 1642SE & 1638SEA do NOT include a screen tap as they were designed principally for high impedance  • 

   triode tubes. 
High quality laminations, (M6) grain oriented silicon steel. • 
Core is gapped to reduce core saturation in Class-A, tube amplifier circuits.• 
For general purpose or replacement use in single ended, tube output circuits see our 125 "SE" series.• 

Part
Number

Audio
Watts

Primary Ultra-Linear
40% Primary

Tap

Hipot
Test

(VRMS)

Dimensions (Inches) Wt.
Lbs.Impedance Max. DC

Bias
Inductance

Henrys A B C D E G 
Slot

1640SEA 30 1,250 200 ma. 14 Yes 2,000 3.75 4.95 4.56 3.00 3.90 .203 x .375 11
1627SEA 30 2,500 160 ma. 20 Yes 2,000 3.75 4.50 4.56 3.00 3.13 .203 x .375 11
1630SEA 30 3,500 135 ma. 42 Yes 2,000 3.75 4.98 4.65 3.00 3.90 .203 x .375 11
1628SEA 30 5,000 120 ma. 48 Yes 2,000 3.75 4.50 4.56 3.00 3.13 .203 x .375 11
1642SE 75 5,000 300 ma. 53 No 3,500 4.38 7.50 5.25 3.50 5.88 .203 x .375 28

1629SEA 30 6,500 100 ma. 55 Yes 2,000 3.75 4.50 4.56 3.00 3.88 .203 x .375 11
1638SEA 30 10,000 90 ma. 88 No 2,000 3.75 4.50 4.56 3.00 3.13 .203 x .375 11
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Suggested Tube Types

Part No. Triodes Pentodes

1640SEA Parallel - 2A3, 6A3, 
6B4G, 300B, 572B, 811A Parallel - 6550, 6CA7

1627SEA 2A3, 6A3, 6B4G, 300B 6CA7, 6L6, 807, 5881, 6550, 
Parallel - 6AQ5, 6V6, EL84

1630SEA 2A3, 6A3, 6B4G, 300B 6CA7, 6L6, 807, 5881, 6550, 
Parallel - 6AQ5, 6V6, EL84

1628SEA 211, 300B, 572B, 811A 6AQ5, 6V6, 6L6, 807, 5881, 
6550, EL84

1642SE Parallel - 211,  572, 
811A, 845 -

1629SEA 211, 811A, 572B, 845 6AQ5, 6V6, 6L6, 807, 5881, 
6550, EL84

1638SEA 211, 845 -

Note: The above examples of possible combinations are to help you narrow down 
the choices of transformers for your favorite tube types. How you operate the tubes 
(ultra-linear, bias, plate voltage, operating points etc.) will change optimum plate 
load impedance. Only a few of the most popular tubes are shown. A tube manual 
or tube manufacturer's technical data sheets should be consulted first, before mak-
ing a decision on a proper output transformer.
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Transformer Schematic

Single Ended Audiophile - Tube Output (1627-1642 Series)
Tube Audio

Notes:

- The 1642SE and 1638SEA do not include a primary screen  
  tap (as they are designed for triode applications).
- Red wire connects to B+
- Blue/Yell wire connects to screen (optional use)
- Blue wire connects to tube plate



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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