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 10cc Receiver head Assembly 

 
DX-350/355 Accessory and I/O Configuration Reference Guide (Website) 
 
STANDARD ACCESSORIES/SPARE PARTS ( Include with the unit) 

 
 

     
  
 
 
  

 
  

  
  
 
  
 

 
   

 
 

  
 
  
 
 
 
 

 
 

 
 
OPTIONAL ACCESSORIES (Not include with the unit) 
 
 
 

     
881-000-000 
Inline Filter (Optional) 

 

 
TSD800-6 

        Air Filter (Optional) 
 
 
 
 
 
 
 
 
 
 

 

 

SH-300 
Syringe Holder 

7045-9020 
Foot Switch 

1700-0014 
Power Adapter 

7045-0120 
Air Line Holder 

FTKIT 
Air Hose Fitting 

700KIT 
Receiver Head Assembly 

And Needle Kit (Optional) 

7045-0080 
Wire Bracket Holder 

DXSAMPLENEEDLE 
TE/TT Sample Needles 



 
 

Spare Parts/Repair Parts 
 

Part Number Description 
TSD500-48 Air Regulator, 0 - 15 psi (DX-355) 
TSD500-30 Air Regulator, 0 - 100 psi (DX-350) 
2900-0015 LCD 
7066-9010 PCBA 
TSD650-21 Solenoid Valve 
INTFKIT Internal Fitting/Tubing Kit 
TSD210-3 Valve, Needle 
TSD201-22 Check valve 
7044-0120 Vacuum Venturi 
535 Coupler, Panel Mt. Quick Disc. Assy. Black 
TSD1121-22 Knob, Small 
TSD1121-23 Knob, Large 

 
I/O Configuration and End of Cycle Switch  
 
During a dispense cycle, an open collector circuit closes and remains closed while the valve is dispensing. This circuit 
can be used to signal back to a host computer, start another device in sequence, or drive any other operations that 
need to be tied to the dispense cycle.   Power from an external source is allowed to pass through the circuit to operate 
a 5 to 24 VDC load.  Power consumption must not exceed 250 mA.  The load could be a relay, solenoid, counter, 
LED, or any device that will operate within a 5 to 24 VDC range and a maximum of 250 mA.   

 
Note: 
During the dispense cycle, pin 3 will be grounded. Please make sure the external device (your machine that 
controls the dispenser/controller) has the same ground as the DX-350/355. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 

 
 
 
 
 
 
          
 
 
 
 



 
ELECTRICAL SCHEMATIC 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
PNEUMATIC DIAGRAM 
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

