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Spec Spin Filters

API Technologies’ Spectrum Control brand introduces
the new space saving #2-56 threaded miniature EMI
spanner filter. This new threaded filter is designed 
without a hex and does not require soldering for 
installation. These features make it an excellent 
selection for applications that require many lines to 
be filtered in close proximity. The easy swap out also
allows for flexibility in filter replacement and capacitance
substitution. Easy filter substitution also allows for 
flexibility in filter placement. Custom design queries 
are always welcome.

Applications
API’s Spectrum Control brand spanner filter offers 
superior insertion loss over a broad frequency range
when compared to surface mount components. The filter
is available in capacitance values up to 10,000 pF, and 
is featured in a microcircuit package used in microwave
applications such as frequency synthesizers, power
amplifiers, MMW radio, and is ideal for commercial
and high-reliability applications. 

Electrical Specifications
Operating Temperature . . . . -55°C to +125°C

Voltage Rating . . . . . . . . . . 50 VDC

Current Rating . . . . . . . . . . 5 A

Effective Filtering From . . . . 1 MHz to 10 GHz

Capacitance . . . . . . . . . . . . to 10,000 pF

Dielectric Withstanding
Voltage . . . . . . . . . . . . . . . . . 125 VDC

Built and tested in accordance with MIL-F-15733.
Dimensions in inches (mm)
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Part Number* Max. Tolerance Circuit Current Voltage DWV I.R. Temperature RangeCap (pF)

Mechanical Specifications
Center Spacing . . . . . . . . . . .0.110"

Lead Finish . . . . . . . . . . . . . Gold

Bushing Finish . . . . . . . . . . Gold

Tightening Torque . . . . . . . . 14 oz-in (± 2)
(0.11Nm)

Insertion Tool
Part Number: 54-874-020

LP11

+0%/-20%

Note:  Parts are RoHS Compliant



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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