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Neoprene Gasket Kit 
Replacement for standard supplied gasket.
Self-adhesive cellular neoprene gasket.
Supplied in 10 foot rolls, 0.19"x0.75".
For side mount units greater than 3500 BTU/H, two 
gasket kits are required.
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Air Conditioner Accessories

Replacement Filters
Packaged in quantities of 5.
Made of synthetic fibers.
Re-usable up to 20 times.
100% resistant to humidity.
Filters have a mass filtering level of 67%.
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Part No.
Dimensions Use With

Air Conditioner
Filter Density

(g/m2)A B
DTSF3150 inch 8.30 8.30 DTS1200 - DTS6000 150

mm 210 210

DTSF5150 inch 11.00 11.00 DTS8000 - DTS12000 150
mm 280 280

DTTF5150 inch 11.81 11.81 DTT4500 150
mm 300 300

Remote Door Switch
Permits convenient door activated on-off function of 
air conditioners. Mounts to flange of any Hammond 
enclosure.
Can be wired normally open or normally closed.
115/230 V AC
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Lifting Lugs
Packaged in quantities of 2.
Used for lifting, transporting and installation of air 
conditioners.
8 mm diameter.
For use with DTS3500 - DTS12000 and DTT4500.
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Part No. 1481DJ10

Part No. LL8Part No. FLKDS

Water Condensate Evaporator

Technical Data
Max. Water Volume 13.5 oz (400 ml)
Evaporation Rate 3.4 oz/hr (100 ml/hr)
Electrical Data
Voltage(s) 230v /115v
Frequency 50/60 Hz
Voltage Range 100-240v
Max. Power 125 W
Power Range 20-110 W
Nominal Current 0.5 A (230v) / 0.8 A (115v)
Starting Current 1.3 A
Zero Water Current 0.09 A (230v) / 0.18 A (115v) 
Mechanical Data
Height x Width x Depth 3.35" x 10.35" x 4.00" 

(85 x 263 x 102 mm)
Finish Stainless Steel
Weight 2.6 lbs (1.175 Kg)

Replacement Grill
Replacement grill for air conditioners.
Packaged individually.
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Black 
Part No.

RAL 7032 Beige 
Part No.

Use with  
Air Conditioner

PG3BK PG3RAL DTS1200 - DTS3500
PG5BK PG5RAL DTS8000 - DTS12000
n/a AFF1 DTT4500

Part No. KVDTX

High performance evaporation kit
Easy to retrofit on any cooling unit

•
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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