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Product data sheet
Characteristics

XALK01H7
yellow empty enclosure lid with light grey base
- 1 cut-out - UL/CSA certified

Main
Range of product Harmony XALK
Product or component
type

Empty control station

Device short name XALK
Product destination For XB5 Ø 22 mm control and signalling units
Control station applica-
tion

Emergency stop function

Number of cut-out 1 cut-out
Colour of base of en-
closure

Light grey RAL 7035

Colour of cover Yellow RAL 1021
Material Polycarbonate
Cable entry 2 knock-outs for Pg 13 cable gland and ISO M20,

clamping capacity: <= 12 mm
1 knock-out for cable entry, clamping capacity: <=
14 mm

IP degree of protection IP65 conforming to IEC 60529

Complementary
Assembly style For customer assembly
Number of vertical rows 1
Resistance to high pressure washer 7000000 Pa at 55 °C, distance: 0.1 m
Mounting of block Front mounting

Rear mounting
Electrical composition code SR1

MR1
MF1
SF1

Main group 1 cut-out
Group of product UL-CSA yellow

Environment
Protective treatment TH
Ambient air temperature for storage -40...70 °C
Ambient air temperature for operation -25...70 °C
Class of protection against electric shock Class II conforming to IEC 60536
NEMA degree of protection NEMA 4X

NEMA 13
IK degree of protection IK03 conforming to EN 50102
Standards CSA C22-2 No 14

EN/IEC 60947-1
EN/IEC 60947-5-1
EN/IEC 60947-5-4
EN/IEC 60947-5-5
JIS C 4520
UL 508

Product certifications CSA
UL
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Product data sheet
Dimensions Drawings

XALK01H7

Dimensions

(1) 2 knock-outs for Pg 13.5 cable gland, maximum capacity 12 mm/0.47 in.
(2) Knock-out for cable entry, maximum capacity 14 mm/0.55 in.

Control station fitted with: c in mm c in in.

Flush pushbutton 62 2.44

Pilot light 64 2.52

Illuminated pushbutton 65.5 2.58

Projecting pushbutton 66 2.60

Selector switch 80 3.15

Mushroom head pushbutton 91.5 3.58

Latching mushroom head Emergency stop pushbutton wit h key 115 4.53

Key switch 105.5 4.15



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

