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No. of Fuses &/or Circuit
Breaker Positions

❏ – ❏❏ –0

04-20

❏ – ❏❏ / ❏❏ –2

Left Side Right Side
04-16           04-16

(Max. combination of 20)

"L"

"C"

1.06"
(26.92)

.62"
(15.75)

.62" TYP (15.75)

.80"
(20.32)

.250" QC (COPPER ALLOY - TIN PLATED)

(15600 -10-20 SHOWN)

.22" DIA. HOLE WITH .41 x .12
DEEP C'BORE (4X)

(12) .250" QC TERMINALS W/COMMON
 WIRING STUD, ADD 1.300" TO "L" FOR
 OVERALL LENGTH

"L"

"C"

3.37"
(85.59)

2.50"
(63.50)

1.06"
(26.92)

1.22"
(30.98) (15602-04/08-20 SHOWN)

15600 Series 15602 Series

Ground Terminal Base Option

SPECIFICATIONS
Interchangeable Blade Terminals: Accepts ATC® blade-type
fuses or circuit breakers.
Wiring: Output terminals - .250" x .032" QC rated 
30A max. per circuit; Input terminals - #10-32 stud input rated
150A max.
Positions: Provides 4 to 20 output circuits.
Material: Black, UL rated 94VO thermoplastic, –20°F to 150°F.
Applications: Compact and lightweight, yet rugged enough for
use in trucks, buses, boats, RV’s, etc.
Other Features: No top cover needed; recessed trifurcated
fuse contacts. Recessed mounting holes.

PART NUMBERING SYSTEM

Hardware
Options

❏

❏
0 – W/O nuts
1 – Nuts shipped bulk
2 – Nuts assembled

Ground Terminal
Base

❏

❏
0 – None
1 – Include Ground Pad

The only controlled copy of this BIF document is the electronic read-only version located on the Bussmann Network Drive. All other copies of this BIF document are by definition uncontrolled. This bulletin is intended to
clearly present comprehensive product data and provide technical information that will help the end user with design applications. Bussmann reserves the right, without notice, to change design or construction of any
products and to discontinue or limit distribution of any products. Bussmann also reserves the right to change or update, without notice, any technical information contained in this bulletin. Once a product has been select-
ed, it should be tested by the user in all possible applications.
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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