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DESCRIPTION 
The LTDL-RA16A is a optical data link interface. The LTDL-RA16A consists of an optical sensor with an  I / 
V amplifier, a Schmitt trigger, and a TTL output interface operating at data rates between 100K baud and 16 M 
baud.  

FEATURES 
* High PD sensitivty optimized for red light (λ=650nm) 
* Data Rates between 100Kbps and 16 Mbps 
* Low power consumption for extended battery life. 
* Builit-in threshold control for improved noise margin 

APPLICATIONS 
* Digital Optical Data-Link 
* Dolby AC-3 Digital Audio Interface 

PACKAGE DIMENSIONS 

 

NOTES: 
1. All dimensions are in millimeters (inches). 
2. Tolerance is ±0.15mm (.006") unless otherwise noted. 
3. Lead spacing is measured where the leads emerge from the package. 
4. Mark color: Orange 
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ABSOLUTE MAXIMUM RATINGS AT TA=25℃℃℃℃ 

 PARAMETER MAXIMUM RATING UNIT  

 Supply Voltage (VDD) 5.25 V  

 Output Voltage (VO) VDD +0.3 V  

 Operating Temperature Range -20℃ to + 70℃  

 Storage Temperature Range -30℃ to + 70℃  

 
Lead Soldering Temperature 
[1.6mm(.063") From Body] 

260℃ ≤ 5 Seconds  

 

ELECTRICAL OPTICAL CHARACTERISTICS AT TA=25℃℃℃℃ 

 

 PARAMETER SYMBOL MIN. TYP. MAX.  UNIT 
TEST 

CONDITION 
 

 Data Rate  Ts 100 K - 16 Mbps NRZ signal  

 Operating Voltage VDD 2.75 - 5.25 V   

 Peak Emission Wavelength λPeak 630 650 670 nm   

 Input Sensitivity Pi -27 - -14 dBm   

 Dissipation current IDD - - 10 mA   

 High level output voltage VOH 2.1 2.5 - V 
Dc Light , 

IOH = -20 µA 
 

 Low level output voltage VOL - 0.2 0.4 V Dark , VOL = 0.6mA  

 “Low�High”propagation delay time tPLH - - 120 ns  

 “High�Low”propagation delay time tPHL - - 120 ns  

 Pulse width distortion ΔtW -25  +25 ns 

*1 

 

 Jitter Δtj - - 
 

10 ns *2  

 Rise Time tr - 10 20 ns *1  

 Fall Time tf - 10 20 ns *1  
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Setup of Measuring System 

 

*1 Rise and Fall Time and Propagation Delays 
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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