
Order number of pieces required, in multiples of Standard Package Quantity. Prime items appear in BOLD.
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Part Number Part Description
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Ctn.
Qty.

CMBRC1 Kit of two bend radius control fingers; for use with patch
panels. Maintains 1/2" bend radius control.
Dimensions: 1.7"H x .8" W x 3.0"D
(44mm x 19mm x 77mm).

1 10

CMBRC1E Kit of two bend radius control fingers, for use with patch
panels. Maintains 1/2" bend radius control.
Dimensions: 1.7"H x 1.0"W x 5.1"D
(44mm x 25mm x 129mm).

1 10

CMBRC5 One-piece unit with five bend radius control fingers; for use
with active equipment. Maintains 1/4" bend radius control.
Dimensions: 8.7"H x 1.0"W x 3.3"D
(222mm x 26mm x 84mm).

5 10

CMBRC5E One-piece unit with five bend radius control fingers; for use
with active equipment. Maintains 1/4" bend radius control.
Dimensions: 8.7"H x 1.0"W x 5.1"D
(222mm x 26mm x 129mm).

5 10

Rack Mount Cable Management Accessories

• Bend radius control fingers support cables as they 
transition to the vertical pathway

• Finger spacing aligns with rack units

• Attach to patch panels or equipment mounting screws

• Lightweight plastic construction provides durability and
easy installation

^One rack space = 1.75" (44.45mm).

All product color is black.
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CMBRC5E

Part Number Part Description

No. of
Rack

Spaces^

Std.
Pkg.
Qty.

6" Deep Wall Brackets

WBH1 Dimensions: 1.8"H x 20.2"W x 6.3"D
(44mm x 513mm x 159mm).
Load rating 10 lbs.

1 1

WBH2 Dimensions: 3.5"H x 20.2"W x 6.3"D 
(89mm x 513mm x 159mm).
Load rating 20 lbs.

2 1

WBH3 Dimensions: 5.3"H x 20.2"W x 6.3"D
(133mm x 513mm x 159mm).
Load rating 30 lbs.

3 1

WBH4 Dimensions: 7.0"H x 20.2"W x 6.3"D
(178mm x 513mm x 159mm).
Load rating 40 lbs.

4 1

15" Deep Wall Brackets

WBH2E Dimensions: 3.5"H x 20.4"W x 15.8"D
(89mm x 519mm x 402mm).
Load rating 20 lbs.

2 1

WBH4E Dimensions: 7.0"H x 20.4"W x 15.8"D
(177mm x 519mm x 402mm).
Load rating 40 lbs.

4 1

WBH6E Dimensions: 10.5"H x 20.4"W x 15.8"D
(267mm x 519mm x 402mm).
Load rating 60 lbs.

6 1

Hinged Wall Brackets
• Mount to wall or standard EIA 19" rack

• Cable tie slots

• Standard 19" EIA hole spacing

• Panel rotates from one side for easy access to cabling

• Include write-on labeling area

• Accept 19" patch panels, horizontal managers,
and equipment

WBH2

WBH1

WBH3

WBH4

WBH4E

^One rack space = 1.75" (44.45mm).

All product color is black.



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

