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Overview 

The Digilent PmodSF2 provides 16MB of serial phase change memory (PCM). 

 

1 Functional Description 

The PmodSF2 utilizes Micron® P5Q PCM to provide easily accessed non-volatile memory to system boards. As PCM 

supports bit-alterable page writes, it lasts much longer than flash memory and can support over 1,000,000 page 

write cycles per sector. 

 

2 Interfacing with the Pmod 

The PmodSF2 communicates with the host board via the SPI protocol. By bringing the Chip Select line low, users 

may issue a single byte instruction code to memory chip. A table of available commands taken from the P5Q 

datasheet is provided below.  

 

 

 

 
 

The PmodSF2. 

 
 
 

 16MB of serial phase change memory (PCM) 

 128Mbit, quad/dual/single serial interface 

 More than 1,000,000 write cycles 

 8 Super Page programming regions for a total 
of 128 sectors 

 Small PCB size for flexible designs 1.0“ × 0.8” 
(2.54 cm × 2.0 cm) 

 12-pin Pmod port with SPI interface 

 Library and example code available in 
resource center 

 

Features include: 

http://www.digilentinc.com/Data/Products/PMOD-SF2/210052_P5Q_DS.pdf
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Instruction Description 
One-byte 
Instruction 
Code 

Number of 
Address Bytes 

Number of 
Dummy Bytes 

Number of 
Data Bytes 

WREN Write Enable 0x06 0 0 0 

WRDI Write Disable 0x04 0 0 0 

RDID Read Identification 
0x9F 0 0 1 to 3 

0x9E 0 0 1 to 3 

RDSR Read Status Register 0x05 0 0 1 to ∞ 

WRSR Write Status Register 0x01 0 0 1 

READ Read Data Bytes 0x03 3 0 1 to ∞ 

FAST_READ 
Read Data Bytes at 
Higher Speed 

0x0B 3 1 1 to ∞ 

DOFR 
Dual Output Fast 
Read 

0x3B 3 1 1 to ∞ 

QOFR 
Quad Output Fast 
Read 

0x6B 3 1 1 to ∞ 

PP 

Page Program 
(Legacy) 

0x02 3 0 1 to 64 

Page Program (Bit-
alterable write) 

0x22 3 0 1 to 64 

Page Program (On all 
1s) 

0xD1 3 0 1 to 64 

DIFP 

Dual Input Fast 
Program (Legacy) 

0xA2 3 0 1 to 64 

Dual Input Fast 
Program (Bit-
alterable write) 

0xD3 3 0 1 to 64 

Dual Input Fast 
Program (On all 1s) 

0xD5 3 0 1 to 64 

QIFP 

Quad Input Fast 
Program (Legacy) 

0x32 3 0 1 to 64 

Quad Input Fast 
Program (Bit-
alterable write) 

0xD7 3 0 1 to 64 

Quad Input Fast 
Program (On all 1's) 

0xD9 3 0 1 to 64 

SE Sector Erase 0xD8 3 0 0 

BE Bulk Erase 0xC7 0 0 0 

DP Deep Power-down 0xB9 0 0 0 

 
Table 1. Available commands from the P5Q datasheet.  

The memory address bits range from 0x000000 to 0xFFFFFF with each individual page consisting of 64 bytes a 

piece. Users that wish to simply use the memory module without concerning themselves with the dual/quad input 

output communication may use the same library that is available for the PmodSF2 without any issue. 
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Table 2. Pinout description table.  

Any external power applied to the PmodSF2 must be within 2.7V and 3.6V; it is strongly recommended that Pmod 

is operated at 3.3V. 

 

3 Physical Dimensions 

The pins on the pin header are spaced 100 mil apart. The PCB is 1 inch long on the sides parallel to the pins on the 

pin header and 0.8 inches long on the sides perpendicular to the pin header.  

  

Pin Signal Description 

1 ~CS Chip Select 

2 MOSI/DQ0 Master-Out-Slave-In 

3 MISO/DQ1 Master-In-Slave-Out 

4 SCK Serial Clock 

5 GND Power Supply Ground 

6 VCC Power Supply (3.3V) 

7 NC Not Connected 

8 W/DQ2 Write Protect 

9 HLD/DQ3 Hold 

10 NC Not Connected 

11 GND Power Supply Ground 

12 VCC Power Supply (3.3V) 



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

