
Series

❏❏❏2 2

221 – Type I, 14VDC
222 – Type II, 14VDC
223 – Type III, 28VDC
226 – Type III w/Push-to-trip

option, 28VDC

Consult factory for
terminal option availability.

See page 27 for more
information.

AT
C 

FU
SE

ATC  CB

PART NUMBERING SYSTEM

Rating

❏❏ –
05 _ amps [LT. Brown (Tan)]*
75 – 7.5 amps [Brown]*
10 – 10 amps [Red]*
15 – 15 amps [Blue]*
20 – 20 amps [Yellow]*
25 – 25 amps [White]*
30 – 30 amps [Green]*

Terminal

❏
0 – ATC® Fuse, 4mm Insertion Depth
2 – 8.1mm Centerline 280 (MINI)
3 – ATC® Fuse, Delphi Packard

Autofuse Block (e.g. 12004943)
4 – ATC® Fuse, Blocks with Raised

Shrouds, 6.4mm Insertion Depth

Marking

❏
00 – Std. Marking
(Consult factory for
special marking options)

Cooper Bussmann Transportation Products • Phone: 1-888-867-8194 • Website: http://www.coopertp.com
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SERIES 22X ATC® CIRCUIT BREAKERS

RESET BUTTON 
(Series 223/226)

TRIP LEVER 
(Series 226)

3 4

2
0

][ 0.247
6.28 REF

][ 0.508
12.91REF

][ 0.074
1.88 REF

][ 0.428
10.88 REF

][0.153
3.88REF

][ 0.405
10.28REF

][0.288
7.32 REF

][ 0.310
7.88 REF

][ 0.562
14.28 REF

][0.032
0.80REF

][0.118
3.00REF

][0.150
3.80REF

][0.250
6.35REF

][0.571
14.50 REF

REF

][0.748
19.00 REF

][1.084
27.54REF

][.206
5.24

][0.150
3.81REF

Dimensions (Dims. shown are for reference only. Consult factory for latest prints.)
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ATC® CIRCUIT BREAKERS
Auto, Modified, & Manual Reset

SPECIFICATIONS
Single Pole Thermal Type Breakers
Rating: 5-30A, 14VDC; 28VDC (Series 223 & 226).
Interrupt Rating: 150A @ 14VDC (5-10A versions); 225A @ 14VDC (15A
version); 300A @ 14VDC (20A version); 450A @ 14VDC (25-30A versions).
Operating Temperature Rating: –40°F (–40°C) to 185°F (85°C).
Storage Temperature Rating: –40°F (–40°C) to 260°F (125°C).
Materials: UL-Rated 94V-0 thermoplastic housing with gold metal cover
(Type I) or silver metal cover (Type II & III).
Marking: Standard marking includes amp/volt ratings, part number, and
date code. Type III reset buttons are color-coded to amperage ratings.
Push-to-trip option is available on manual reset version. OCR marking is
available.
Termination: Compatible with 280 Type or ATC® fuse blocks.
Compliances: SAE J553.

Terminal Options

*Reset Button Color (223 & 226 only).

ATC® Circuit Breaker Puller
Part Number 32003



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

