
www.glenair.com E-Mail: sales@glenair.com
GLENAIR, INC. • 1211 AIR WAY • GLENDALE, CA 91201-2497 • 818-247-6000 • FAX 818-500-9912

W-10

© 2014 Glenair, Inc. Series 80 Mighty Mouse U.S. CAGE Code 06324 Printed in U.S.A.

Dimensions in Inches (millimeters) are subject to change without notice.

M
ighty M

ouse  
w

ith #8 Contacts
Fiber  Optic 

M
ighty M

ouse

W
181-057 Pin Terminus

181-057 Pin Terminus

181-075 Socket Terminus

181-075 Socket Terminus

Size 16 fiber optic termini are compatible with all Series 80 Mighty Mouse threaded 
coupling connectors with size 16 cavities. These snap-in, rear-release termini 
feature precision ceramic ferrules and sleeves for accurate fiber alignment. Typical 
insertion loss 0.5 dB.  Fits 50/125 and 62.5/125 multi mode and 9/125 single mode 
fiber.  

Size 16 fiber optic termini

Termini 
Type 

Optical Fiber 
Type Part Number

A
Ferrule I.D.

Pin
Single Mode 181-057-125 125.5 microns
Multi Mode 181-057-126 126.0 microns

Socket
Single Mode 181-075-125 125.5 microns
Multi Mode 181-075-126 126.0 microns

*Consult factory for additional sizes

MATERIALS AND FINISHES
181-057 :
• Ferrule: zirconia ceramic
• Body: stainless steel, passivated
181-075:
• Ferrule, alignment sleeve: zirconia 

ceramic
• Terminus assembly: stainless steel/

passivate 
Spring: stainless steel/passivate 
Protective cover: spring alloy/nickel

• Insertion/extraction Tool
• Standard size 16 plastic tool

• Glenair Part Number 809-131
• Military Part Number M81969/14-03
• Consult factory for termination and 

assembly procedures/tools.

Series 80 Mighty Mouse
Contacts and Tools

Size #16 Fiber Optic Termini 181-057 and 181-075

Mighty 
Mouse

Table II: Accessories
181-001-S Ceramic Alignment Sleeve
181-075-C Protective Cover

Table I: Performance Specifications
Optical Insertion Loss 0.5 dB typical

Operating Temperature -65°C to +150°C/Connector -65°C to +200°C/Termini*
Mating Durability TIA/EIA-455-21, 500 cycles (Per MIL-PRF-29504B)

*Depending on cable and epoxy used.
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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