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Product: 49442 2
Molded Cable Assembly, (8) 26 AWG (19x38) TC, PP/PUR
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Product Description
Eight 26 AWG stranded (19x38) tinned copper conductors, polypropylene insulation, polyurethane jacket.

Technical Specifications

Physical Characteristics (Overall)

Conductor

mmm Nominal Diameter | No. of Conductors

26 19x38 TC - Tinned Copper 0.51 in 8

Conductor Count: 8

Insulation

m Nominal Wall Thickness l

PP - Polypropylene 0.006 in

Color Chart

Color 1

Orange

Outer Shield Material

No Shield

Outer Jacket Material

m Nominal Diameter | Nominal Wall Thickness 1

PUR - Polyurethane .100 x .314 in 0.03in

Electrical Characteristics

Voltage

UL Voltage Rating 1

30 V (UL AWM Style 20197)

Temperature Range

UL Temp Rating: 60°C (UL AWM Style 20197)

Standards

UL AWM Style Compliance: UL Style 20197 (30 V 60°C) (Cable only)

Applicable Environmental and Other Programs

EU Directive Compliance: EU Directive 2003/11/EC (BFR)

MII Order #39 (China RoHS): Yes

Flammability, LSOH, Toxicity Testing

UL voltage rating: 30 V RMS (UL AWM Style 20197)


https://catalog.belden.com/index.cfm?event=pd&p=PF_49442&tab=downloads
https://catalog.belden.com/index.cfm?event=pd&p=PF_49442&tab=downloads
https://catalog.belden.com/index.cfm?event=pd&p=PF_49442&rs

Plenum/Non-Plenum

Plenum (Y/N): No

Part Number

Variants

[ toms [ coor[Lorg 0P|

49442 010S2 Black 0 ft 612825154075

49442 010B1 Black 25 ft 612825154068

Product Notes

Notes: Positive locking latch prevents connector from vibrating loose. Polarized connector prevents improper insertion. No tools required for installation.
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KomnaHus ((3J'IeKTpO|_|J'|aCT» npeanaraeT 3akKn4vyeHmne onrocpoYHbIX OTHOLLIEHUN npu
NOoCTaBKaxX MMMNOPTHbIX 3NTEKTPOHHbIX KOMMOHEHTOB Ha B3aMMOBbLIFO4HbIX yCJ'IOBI/lFlX!

Hawwn npeumyuiectsa:

e OnepaTuBHbIE NOCTABKM LUMPOKOrO CMeKTpa 3NeKTPOHHbIX KOMMNOHEHTOB OTEYECTBEHHOIO U
MMMOPTHOrO NPON3BOACTBA HANPAMYO OT MPOM3BOAMTENEN U C KPYNMHENLLNX MUPOBbLIX
CKNaaos.;

MocTaBka 6onee 17-TM MUNIIMOHOB HAMMEHOBAHWUIN 3NEKTPOHHbLIX KOMMNOHEHTOB;

MocTaBka CNoXHbIX, AeULNTHBIX, MMOO CHATLIX C MPOM3BOACTBA NO3ULIUIA;

OnepaTtunBHbIE CPOKM NOCTABKM Nof 3aka3 (0T 5 pabounx gHewn);

OKcnpecc goctaska B Nnobyto Touky Poccuu;

TexHnyeckas nogaepkka npoekTa, NomMoLLlb B nogdope aHanoros, NocTaBka NPOTOTUMOB;

Cuctema MeHeXMeHTa KavyecTBa cepTuduumnposaHa no MexayHapogHomy ctaHgapTty 1ISO

9001;

o JlnueHausa ®CH Ha ocyulecTBneHne paboT ¢ NCNONb30BaHWEM CBEOEHUIN, COCTABAOLLINX
rocygapCTBEHHYIO TalHy;

o [locTaBka cneumnanmampoBaHHbIX KOMNoHeHToB (Xilinx, Altera, Analog Devices, Intersil,
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq,
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics v gp.);

MoMMMO 3TOro, O4HMM M3 HanpaBnNeHU koMnaHum «AnekTpollnacT» ABNseTca HanpaBneHne

«UcTouHmkn nutaHua». Mel npeanaraem Bam nomoub KoHCTpyKTOpCKOro otaena:

e [logGop onTuManeHOro peleHus, TexHn4eckoe 060CHOBaHME Npu BbIOOpPE KOMMOHEHTA;
Monbop aHanoros.;
KoHcynbTaumm no NpUMEHEHMIO KOMMOHEHTA;
MocTaBka 06pa3yoB M NPOTOTUMNOB;
TexHn4veckasn noaaepka npoekTa;
3awmTa OT CHATMSA KOMMOHEHTA C NPON3BOACTBA.

Kak c Hamu cBfizaTbCcA

TenedoH: 8 (812) 309 58 32 (MHOrokaHanbHbIN)
Pakc: 8 (812) 320-02-42

OnekTpoHHas nouTta: org@eplastl.ru

Aapec: 198099, r. Cankt-INeTepbypr, yn. KannHuHa,
Oom 2, kopnyc 4, nutepa A.
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