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Disclaimer 

For physical injuries and possessions loss caused by those reasons which are not related to product quality, 

such as operating without following manual guide, natural disasters or force majeure, we take no 

responsibility for that.  

Under the supervision of Seeed Technology Inc., this manual has been compiled and published which 

covered the latest product description and specification. The content of this manual is subject to change 

without notice. 

Copyright 

The design of this product (including software) and its accessories is under tutelage of laws. Any action to 

violate relevant right of our product will be penalized through law. Please consciously observe relevant local 

laws in the use of this product. 
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1. Introduction 

This Grove-125KHz RFID Reader is a module used to read uem4100 RFID card information with 

two output formats: Uart and Wiegand. It has a sensitivity with maximum 7cm sensing distance. 

There is also the electronic brick version of this module. It can help you with project like internet of 

thing and access control system. 

 

 

 

And you should use these module below while using RFID reader: 

 RFID tag combo (125khz) 

 

http://www.seeedstudio.com/depot/electronic-brick-125khz-rfid-card-reader-p-702.html?cPath=52
http://www.seeedstudio.com/depot/rfid-tag-combo-125khz-5-pcs-p-700.html?cPath=19_24
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2. Specifications 

Voltage: 4.75-5.25V 

Working Frequency  125 KHz 

Sensing Distance(Max): 70mm 

TTL Output 9600 baudrate, 8 data bits, 1 stop bit, and no verify bit 

Wiegand Output 26 bits Wiegand format, 1 even verify bit, 24 data bits, and 1 odd verify bit 
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3. Demonstration 

Here we show how to read RFID information using the Grove - 125KHz RFID Reader. Connect 

Grove - 125KHz RFID Reader to UART of Grove - Base Shield.  

 

 

 

3.1 Uart Mode (Jumper set to the left two pins) 

You would need to select the jumper to "U" to enter this mode, and the setting is: 9600bps, N, 8, 

1, TTL output 

// link between the computer and the SoftSerial Shield 

//at 9600 bps 8-N-1 

//Computer is connected to Hardware UART 

//SoftSerial Shield is connected to the Software UART:D2&D3  

 

#include <SoftwareSerial.h> 

 

SoftwareSerial SoftSerial(2, 3); 

unsigned char buffer[64]; // buffer array for data receive over serial 

port 

int count=0;     // counter for buffer array  

void setup() 

{ 

    SoftSerial.begin(9600);               // the SoftSerial baud rate    

    Serial.begin(9600);             // the Serial port of Arduino baud rate. 

 

http://www.seeedstudio.com/wiki/File:RFID_reader.jpg
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} 

 

void loop() 

{ 

    if (SoftSerial.available())              // if date is coming from 

software serial port ==> data is coming from SoftSerial shield 

    { 

        while(SoftSerial.available())          // reading data into char 

array  

        { 

            buffer[count++]=SoftSerial.read();     // writing data into 

array 

            if(count == 64)break; 

        } 

        Serial.write(buffer,count);            // if no data transmission 

ends, write buffer to hardware serial port 

        clearBufferArray();              // call clearBufferArray function 

to clear the stored data from the array 

        count = 0;                       // set counter of while loop to zero 

 

 

    } 

    if (Serial.available())            // if data is available on hardware 

serial port ==> data is coming from PC or notebook 

    SoftSerial.write(Serial.read());       // write it to the SoftSerial 

shield 

} 

void clearBufferArray()              // function to clear buffer array 

{ 

    for (int i=0; i<count;i++) 

    { buffer[i]=NULL;}                  // clear all index of array with 

command NULL 

} 

Open the Serial Monitor, the card information can be display as show below: 
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3.2 Wiegand Mode (Jumper Set to the Right two Pins) 

You would need to select the jumper to "W" to enter this mode. 

The Wiegand demo code for Seeeduino is designed to read Wiegand data in interrupt mode. 

In Wiegand Mode, output data is formatted with 26bits including 24bits card info and 2 bits parity. 
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 PE is even bit, PO is odd bit; 

 E is the data bit which was involved in even, O is the data bit which was involved in odd; 

 DX[7..0] is the data bit which correspond to Mifare@ Standard & Light card read only ID; 

 

http://www.seeedstudio.com/wiki/File:RFID_Wiegand_INT.zip
http://www.seeedstudio.com/wiki/File:Read_Data_.jpg


 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

