
 
Specifications
 

2U UPS Replacement Battery Cartridge for select
Tripp Lite UPS

MODEL NUMBER: RBC24V-LCD

Description

Tripp Lite's premium UPS replacement battery cartridges breathe new life into UPS systems suffering

from expired or weak internal batteries. Each replacement battery cartridge is carefully screened and

certified to meet or exceed original specifications and ships ready for installation. Reusable packaging

holds expired batteries for recycling center delivery. See Tripp Lite's UPS replacement battery web page

to confirm compatibility and quantity required.

COMPATIBLE WITH TRIPP LITE MODELS SU750RTXLCD2U, SU1000RTXLCD2U,

SMART750RMXL2U (LCD version only), SMART1000RM2U (LCD version only), SMX1000RT2U (LCD

version only) AND OTHER MODELS RECOMMENDING THIS REPLACEMENT BATTERY CARTRIDGE.

Features

Restores UPS runtime performance to original specifications●

Comes pre-assembled and ready for installation●

Reusable packaging holds expired batteries for recycling center delivery●

Highlights

Tripp Lite certified premium

battery cartridge

●

Pre-assembled and wired

battery kit offers simple

installation

●

Rugged leakproof construction,

maintenance free

●

Wide operating temperature

range

●

Package Includes

One pre-assembled battery

pack consisting of two 12V

batteries designed to fit select

Tripp Lite 24V rackmount

SmartPro and SmartOnline

models

●

OVERVIEW

UPC Code 037332167491

BATTERY

DC System Voltage (VDC) 24

Included Battery Set Set of 2 pre-asssembled 12V batteries
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Tripp Lite uses primary and third-party agencies to test its products for compliance with standards. See a list of Tripp Lite's testing agencies: 

https://www.tripplite.com/products/product-certification-agencies

Typical Battery Lifespan 3 to 5 years typical, depending on UPS operating conditions

PHYSICAL

Shipping Dimensions (hwd / cm) 16.51 x 32.00 x 20.57

Shipping Dimensions (hwd / in.) 6.50 x 12.60 x 8.10

Shipping Weight (kg) 6.46

Shipping Weight (lbs.) 14.25

Unit Dimensions (hwd / cm) 6.6 x 20.1 x 15.2

Unit Dimensions (hwd / in.) 2.6 x 7.9 x 6

Unit Weight (kg) 5.72

Unit Weight (lbs.) 12.6

WARRANTY

Product Warranty Period (U.S. &
Canada) 18-month limited warranty

Product Warranty Period
(International) 1-year limited warranty

Product Warranty Period (Mexico) 1-year limited warranty

Product Warranty Period (Puerto
Rico) 1-year limited warranty
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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