
 

SPECIFICATIONS

Mechanical

Equivalent
circuit

susumu group catalog

These delay lines offer the same excellent frequency performance as SIP delay lines but come in a gullwinged surface mount 
package. The differential SMT is useful for PECL application, and contains two identical transmission lines matched for 
the time delay. Featuring a stripline shielded construction, these parts offer very low EMI/RFI, and are ideal for high 
frequency/tight tolerance timing and deskew applications.

This series permits ultra-precision timing adjustment from 20 to 200 picoseconds with accuracy  
of �picoseconds for ultrahigh-speed signal processing applications.
Differential delay line:CL2L 

GL1L  5  M  S  250  S  -T*  (-C)

Lead Frame

Height code

Impedance : (5	50V)

Part Code

Time Delay : (250	2.50ns)

Circuit : S(GL1L),D(GL2L)

Package(T1:100pcs, T5:500pcs)
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Given to RoHS compliant products

PART NUMBER

CL   1L   5   A   T   020   L   T1   (-C)

Impedance (5	50�, A	100�)

Termination type (T)

Height code (A)

Time Delay (020	200ps)
Serial code (L=CL1L5A, D=CL2LA)

Number of elements (1L	CL1L5, 2L	CL2LA)

Part Code, Number of elements

Package(T1:100pcs, T5:500pcs, TA:1,000pcs)

Given to RoHS compliant CL2LA series products

2.5�0.2

1.27

0.63max

(dimension : mm)CL1L5, CL2LA

3.2�0.2 2.54
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Electrical
Type

Time Delay

 

Time Delay Tolerance �10%
�100ppm/�CTemp. coefficient of Td

Characteristic Impedance 50��10%

DC Resistance

Rated Current
Insertion loss

Rated Current

1.0� Max.

0.5dB or less (at 0.75GHz) 0.5dB or less (at 1.0GHz)

�40�C�85 �C
100mA

CL2LACL1L5

100��10%

3.0�/ns max (100ps or more)
0.3� (100ps or less)

40�220ps(20ps step)

Type

Time Delay

GL1L

Temp. coefficient of Td
Characteristic Impedance
Rise/fall time
Rated Currrent
Characteristic Impedance

Time Delay Tolerance �0.05ns

0.1�5.0ns(0.1ns step)

GL2L

3.5�4.5ns(0.5ns step)
�0.05ns(0.1�2.9ns)

�0.1ns(3.5�4.5ns)
0�150ppm/�C

50�5�

200ps/ns
100mA

�25�85�C

�0.5/+0.1ns(3.0ns)

0.1�3.0ns(0.1ns step)

Time Delay H Code

0.1�1.0ns

1.1�5.0ns

2.37max

4.85max

L

M

PART NUMBER

B1 B2

A1 A2

CL1L, CL2L series, surface-mount 
 thin film delay lines

Completely lead freeRoHS compliant

GL1L/GL2L series, SOP(small outline package) 
 thin film differential delay lines

Mechanical

Equivalent
circuit

Electrical

RoHS compliant



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

