
Industrial Computer Chassis

Features

Various cutouts

Standard 
motherboard 

I/O shield

Power switch
HDD LED

Temp. LED

Expansion slot

1U 180 W power 
supply with 
power cord hook

Shockproof disk drive bay 
for one 3.5" HDD and one 

slim optical disk drive System fan with filter

AC 180 W  
PSU

ARK-6610 ARK-6610

ARK-6620 ARK-6620

Various cutouts
Standard 

motherboard 
I/O shield

Power switch

HDD LED
Temp. LED
1U 180 W power 
supply with power 
cord hook

A solid handle for convenient use

Shockproof disk 
drive bay for one 

3.5" HDD

Two system fans with 
one reusable filter

AC 180 W PSU

ARK-6610/6620 Compact Chassis for  
Mini-ITX Motherboard

 � ARK-6610 with one front I/O expansion slot

 � Various cut-outs for COM/DVI/LVDS,USB,S/C-video

 � Shockproof drive bay for slim ODD and 3.5" HDD

 � Bottom door to access CF card or Mini-PCIe card

 � Optional equipped FLEX power supply

Specifications

Disk Drive Bay
ARK-6610 ARK-6620

Slim Optical Drive 1 -
3.5" (internal) 1 1

I/O Interface

COM 5 2
USB 2 -
DVI/LVDS 2 1
S/C-Video 1 1
WLAN Antenna 1 1

Cooling Fan 1 (9 cm / 52.5 CFM) 2 (6 cm / 27.7 CFM, each)
Air Filter Yes Yes

Miscellaneous LED Indicators Power, HDD, temperature Power, HDD, temperature
Control Power switch Power switch

Environment

Operating Non-operating
Temperature 0 ~ 40° C (32 ~ 104° F) -20 ~ 60° C (-4 ~ 140° F)
Humidity 10 ~ 85%, 40° C, non-condensing 10 ~ 95%, @ 40° C, non-condensing
Vibration (5 ~ 500 Hz) 1 Grms 2 G
Shock 10 G (with 11ms duration, half sine wave) 30 G

Physical Characteristics Dimensions (W x H x D) 250 x 156 x 253 mm (9.8" x 6.1" x 10") 272 x 88 x 232 mm (10.7" x 3.5" x 9.1")
Weight 4.76 kg (10.47 lb) 3.49 kg (7.68 lb)

Front View Inside View

RoHS
COMPLIANT
2002/95/EC

All product specifications are subject to change without notice Last updated : 3-Dec-2013
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InstallationDimensions Unit: mm [inch]

156 [6.1”] 253 [10.0”]
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Chassis Ordering Information 
Part Number Power Supply
ARK-6610-00XBE -
ARK-6610-18ZBE 1757000878
ARK-6620-00XBE -
ARK-6620-18ZBE 1757000878

Optional Accessories
Part Number Description
1750002561 52.5 CFM, 92 x 92 x 25.4 mm system cooling fan (For ARK-6610)
1750006419 27.7 CFM, system cooling fan 60 x 60 x 13 mm (For ARK-6620)
98R2662001E VESA mounting kit for ARK-6620

ARK-6610/6620



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

