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www.weidmueller.com

General ordering data

 
Order No. 9928890005
Part designation CP SNT 24W 5V 2A
Version Power supply, switch-mode power supply unit, 5

V
GTIN (EAN) 4032248217526
Qty. 1 pc(s).
 

 

 

One-phase switched-mode power unit in installation housing
in performance classes 24 and 48 W. .
The INSTA power units can be universally deployed because
of their wide input range from 85 V AC to 265 V AC.
They are available with output voltages from 5 V to 48 V.

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=9928890005
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Dimensions (1)
 
Length 62.5 mm  Width 52 mm
Height 90.5 mm   
 

temperature
 
Ambient temperature (operational)  Storage temperature -40 °C...+85 °C
 

Input
 
Conductor connection system Screw connection  DC input voltage range 120…300 V DC
Input current 460 mA @ 115 V AC; 250 mA

@ 230 V AC
 Input current at 115 Vac

460 mA RMS ± 20%
Input current at 125 Vdc 235 mA ± 20%  Input current at 250 Vdc 120 mA ± 20%
Input frequency 50/ 60 Hz  Input fuse 2 A time-lag fuse (internal)
Input voltage (voltage mode input) 85...265 V AC, 120...300 V

DC
 Input voltage range AC

85…265 V AC
Surge protection Varistor  making current limit Thermistor
 

output
 
Conductor connection system Screw connection  Control at 10...100% load 0.5 %
Control at input voltage

0.2 %
 Mains failure bridge-over time 35 ms @ 115 V AC / 160 ms

@ 230 V AC
Mains failure bridge-over time for 115 V AC 35 ms  Mains failure bridge-over time for 230 V AC 160 ms
Max. capacitance at output 8000 µF  Max. residual ripple < 2 %
Output current 2 A  Output power, max. 10 W
Output voltage 5 V  Output voltage type DC
Overload protection Surge current / thermal cut-

out
 Surge protection

Varistor
 

General data
 
Ambient temperature (operational)  DIN Rail compatibility TS 35
Degree of efficiency at max. load 78 %  EMC standards EN 61000-6 /-2, -3
Mounting position, installation notice horizontally on terminal rail

TS 35
 Standards

EN 50178 EN 60950 IEC950
Ambient temperature (operational) -20 °C...+50 °C   
 

Insulation coordination
 
electrical isolation, I/O rail 4 kV  electrical isolation, input-earth 1.5 kV
electrical isolation, input-output 3 kV  electrical isolation, output-earth 0.5 kV
 

Connection data
 
Clamping range, nom. 4 mm²  Clamping range, min. 0.08 mm²
Clamping range, max. 4 mm²   
 

Approvals
 
Approvals institutes CSA; GOSTME25; CE   
 

Classifications
 
eClass 6.0 27-04-90-04   
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Notes
 
Note, technical data Derating loss: 33% @ 60°C The internal varistor found in a switch-mode power supply does not replace the

need for surge protection within a system.
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Electric symbol



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

