Ruggedized LED

Panel Mount Indicator

CNX 480 and 482 Series offer a robust anodized aluminum
body delivering NEMA 4 protection from the elements

Applications

instrument panels

disinfection and sterilization environments
transportation dashboards

safety applications

outdoor signage

Key features
e designed for harsh and outdoor environments
¢ wide angle viewable
¢ |ow profile for anti-vandalism
e direct sunlight visibility
Dimensions
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aircraft and military

industrial machinery

electrical control panels
vending and gaming machines

resistant to shock and vibration

ESD protection

custom LEDs, lens and body colors available
RoHS compliant
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Product specifications

LED output Installation specification
x typ intensity, |forward voltage, mounting hole |.399+.004 (10.Tmm=.1)
LED color ;
mcd V (typ) panel .059(1.5mm) min to
red 245-345 1.8 thickness 320 (8.1Tmm) max
green 345-485 1.9
white 3500-4900 2.8 Operating parameters
blue 950-1300 3.0 operating -40°F (-40°C) to
yellow 280-380 1.9 temperature 176°F (80°C)
LED output 20mA
Materials current

socket body

aluminum alloy

lens

polycarbonate, UL rating 94-V2

washer

steel, zinc plated, UL rating

94-VO

retaining nut

aluminum alloy

wire

24 AWG 1007/1569
red = anode(+)
black = cathode (-)

moisture seal

EPDM

Ordering data

ordering code (example)

CNX 480/482 cable assembly CNX 48X X XXX XX
T

CNX480 std-no/seal

CNX482 moisture sealed Lens color**
RTP red transparent
Socket body GTP green transparent
anodized finish CTP clear transparent Wire length code
1 black BTP blue transparent 12 | 12.0” |305mm
2 clear YTP yellow transparent 24 | 24.0" [610mm

**LED color same as the lens color.
Example: Red LED comes with a red lens.
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KomnaHus ((3J'IeKTpO|_|J'|aCT» npeanaraeT 3akKn4vyeHmne onrocpoYHbIX OTHOLLIEHUN npu
NOoCTaBKaxX MMMNOPTHbIX 3NTEKTPOHHbIX KOMMOHEHTOB Ha B3aMMOBbLIFO4HbIX yCJ'IOBI/lFlX!

Hawwn npeumyuiectsa:

e OnepaTuBHbIE NOCTABKM LUMPOKOrO CMeKTpa 3NeKTPOHHbIX KOMMNOHEHTOB OTEYECTBEHHOIO U
MMMOPTHOrO NPON3BOACTBA HANPAMYO OT MPOM3BOAMTENEN U C KPYNMHENLLNX MUPOBbLIX
CKNaaos.;

MocTaBka 6onee 17-TM MUNIIMOHOB HAMMEHOBAHWUIN 3NEKTPOHHbLIX KOMMNOHEHTOB;

MocTaBka CNoXHbIX, AeULNTHBIX, MMOO CHATLIX C MPOM3BOACTBA NO3ULIUIA;

OnepaTtunBHbIE CPOKM NOCTABKM Nof 3aka3 (0T 5 pabounx gHewn);

OKcnpecc goctaska B Nnobyto Touky Poccuu;

TexHnyeckas nogaepkka npoekTa, NomMoLLlb B nogdope aHanoros, NocTaBka NPOTOTUMOB;

Cuctema MeHeXMeHTa KavyecTBa cepTuduumnposaHa no MexayHapogHomy ctaHgapTty 1ISO

9001;

o JlnueHausa ®CH Ha ocyulecTBneHne paboT ¢ NCNONb30BaHWEM CBEOEHUIN, COCTABAOLLINX
rocygapCTBEHHYIO TalHy;

o [locTaBka cneumnanmampoBaHHbIX KOMNoHeHToB (Xilinx, Altera, Analog Devices, Intersil,
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq,
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics v gp.);

MoMMMO 3TOro, O4HMM M3 HanpaBnNeHU koMnaHum «AnekTpollnacT» ABNseTca HanpaBneHne

«UcTouHmkn nutaHua». Mel npeanaraem Bam nomoub KoHCTpyKTOpCKOro otaena:

e [logGop onTuManeHOro peleHus, TexHn4eckoe 060CHOBaHME Npu BbIOOpPE KOMMOHEHTA;
Monbop aHanoros.;
KoHcynbTaumm no NpUMEHEHMIO KOMMOHEHTA;
MocTaBka 06pa3yoB M NPOTOTUMNOB;
TexHn4veckasn noaaepka npoekTa;
3awmTa OT CHATMSA KOMMOHEHTA C NPON3BOACTBA.

Kak c Hamu cBfizaTbCcA

TenedoH: 8 (812) 309 58 32 (MHOrokaHanbHbIN)
Pakc: 8 (812) 320-02-42

OnekTpoHHas nouTta: org@eplastl.ru

Aapec: 198099, r. Cankt-INeTepbypr, yn. KannHuHa,
Oom 2, kopnyc 4, nutepa A.
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