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Model 6249 
Minigrabber® Test Clip to Multi-Stacking Banana Plug Test Lead  

Features 
• Newly designed Minigrabber® Test Clip Patch Cord offers a high 300 Volt and 5 amp rating. 
• Grabber width is a slim .36” (9,14 mm) for easier access to test terminals. 
• Grabber hook is gold plated Beryllium Copper to ensure signal integrity & attaches onto component leads up to 

.060” (1,5 mm) O.D. 
• Grabber patch cord interfaces directly into the most popular multimeters configured with non-sheathed style 

banana jacks, including Amprobe, Fluke, H-P, Tektronix and Wavetek. 
• Plug is molded directly to the cable in an integral one-piece design for a long lasting connection. 
• Multi-leaf banana spring material is nickel-plated Beryllium Copper for extended insertion life & low contact 

resistance. 
• Banana plug features top and side stacking for added test versatility. 
• High strand count silicone insulated wire offers excellent flexibility and high temperature resistance. 

Materials 

Grabber: Body – Polypropylene 
 Hook – Beryllium Copper, Gold Plated, Compression Spring: Music Wire 
Wire:  18 AWG, 65 x 36 t.c., Insulation – Silicone, .144” (3,66 mm) O.D., Color per part number. 
Banana Plug: Body – Brass, Nickel Plated, Spring – Beryllium Copper, Nickel Plated 

Insulation – Polypropylene, Color per part number 

Ratings 

IEC 1010 2-031  
Operating Voltage: For CE Compliance and for personal safety, do not hold in hand when voltages exceed 

30 Vrms/60 Vdc.  Maximum voltage for hands free use: 300 Vrms. 
 Do not use on circuits where transient stresses can exceed the rated voltage. 
Operating Current:  5 Amperes Max. 

Ordering Information 

Model: 6249-XX-* 
XX = Wire Length, Standard Lengths: 12” (30,48 cm), 24” (61 cm), 48” (122 cm) 
* = Color: -0 Black, -2 Red 
Ordering Example: 6249-48-2, Patch Cord is 48” (122 cm), Color is Red. 
Additional lengths can be quoted upon request. 



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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