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SpecificationsFeatures/Benefits

• Available in a wide variety of connector types, cable 
designs, and lengths

• All assemblies meet TIA/EIA and IEC intermateability
standards

• Duplex assembly version utilizes a removable 
flexible clip providing a float between channels A 
and B

• RoHS compliant

• Multiple boot size, colors and angle options 
available

• Assemblies are available in standard SMF-28e and 
Bend reduced  fiber types .

• Custom configurations available upon request

Amphenol is a premier manufacturer of 
Singlemode patchords in the 
telecommunications industry, meeting or 
exceeding many of the industry standard 
requirements for optical transmission loss, 
reflectance, visual endface specifications, and 
geometry.   Amphenol offers standard patch 
cords in a variety of configurations and 
connector types.  Both standard SMF-28e and 
bend reduced fiber types are available.  
Custom options are available upon request.

942 Singlemode Cable Assemblies

Insertion Loss: ≤ 0.15dB typical, Ultra
≤ 0.25dB typical, Angle     

Return Loss:   Ultra (UPC) ≤ -55dB
Angle (APC) ≤ -65dB

Durability: < 0.2dB change, 500mating cycles

Temperature: -20 to +75 C

Intermateability:
The Amphenol Singlemode assemblies are
mechanically and optically intermateable with
industry standard connectors and adapters and
conform to TIA/EIA, IEC, and Telcordia
specifications.
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*Please contact Amphenol for custom configurations

Standard Singlemode Assembly Ordering Information*

Cable Type

2: 2mm

3: 3mm

6: 1.6mm

9: 900µm

Polish Type

4: 8° angled

5: Ultra

Assembly Type

0: Pigtail

1: Jumper

Boot Type

1: standard

2: 90°, side A

3: 90°, side B

4: 90°, side A and B

X X X X X942 X X X

Cable Length 

XX

Connector

2: FC

4: STII

5: ST

6: SC

E: SC(D)

C: LC

D: LC(D)

Side A Side B

Side  A 

Polish Type

4: 8° angled

5: Ultra

Assembly Type

A: Jumper

B: Duplex Jumper

9 X X X X942 9 X X

Cable Length in meters

XX

Connector

2: FC

4: STII

5: ST

6: SC

E: SC(D)

C: LC

D: LC(D)

Connector

2: FC

4: STII

5: ST

6: SC

E: SC(D)

C: LC

D: LC(D)

Side  B 

Polish Type

4: 8° angled

5: Ultra

Cable Type

2: 2mm

3: 3mm

6: 1.6mm

9: 900µm

Standard Singlemode Hybrid Polish Jumper Ordering Information*

Length Unit

0: Meters

F: Feet



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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