
Multicore Processor – Eight cores means applications running 
on the Adbc7517 can support multiple operating environments 
or processes running concurrently.

ECC Memory – The Adbc7517 comes with DDR-3 memory 
which supports Error Code Correction (ECC) and increases 
reliability and accuracy in data receiving and transmitting.

COM Express Form Factor – The standard COM Express 
form factor provides flexibility and upgrade or expansion 
capabilities at minimal cost and effort.
 
Low Power Design – The Adbc7517 has a low power profile 
(12V at under 6.5A) which allows applications to take advantage 
of the to take advantage of the capability and performance of  
a rich platform, that is exceptionally power efficient.

• Medical 
• Transportation
• Semiconductor
• Communications 
• Industrial machinery 

The Adbc7517 is part of Eurotech’s COM Express module product line based 
on Freescale’s QorIQ processor family. With a long list of very powerful 
capabilities, the Adbc7517 is ideal for applications in the medical, memory 
testing, robotics, or networking industries which might require extensive DSP 
or numerical data-crunching.
 
Designed with the P4080 processor, the Adbc7517 supports eight cores, 
which can either be consolidated and managed with one operating system 
or used to run multiple OS environments for the most flexibility in application 
processing such as DSP. 
 
The Adbc7517 also packs a powerful set of I/O such as quad UART channels, 
three PCIe ports, three Gigabit Ethernet ports, and four USB 2.0 ports.  
These are all integrated onto a low power, COM Express design giving OEMs  
a solution with the optimum combination of power, performance, and size. 
 
The Adbc7517 is available in several configurations and supports a standard 
Eurotech carrier board. Eurotech also offers services for those applications 
that require a custom design.

COM Express Module with the 
Freescale™  P4080 CPU

• Eight core processor 
• Linux or VxWorks  
• ECC support 
• Bootable via Flash, SPI, or SD/SDHC 
• RoHS compliancy 
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PROCESSOR  • Freescale™  P4080 8-core CPU @ 1.5GHz 

 • L1 cache: 32KB/core for data and 32kB/core for instruction 

 • L2 cache: 128KB/core 

 • L3 cache: 2MB (shared) 

OPERATING ENVIRONMENT  • VxWorks 

 • Linux 

RAM MEMORY  Up to 4GB dual channel DDR3-1333 SO-DIMM with ECC  

FLASH MEMORY  • 128MB bootable NOR flash 

 • 1GB bootable NAND flash 

SERIAL EEPROM  2KB 

NETWORK  1x 10/100/1000 BASE-T Ethernet interface  

SPI  1x bootable SPI Flash ROM (optional on carrier board) 

SECURE DIGITAL  1x bootable SD/SDHC card (optional on carrier board) 

PCI EXPRESS  • 1x PCI Express (x4) Base 1.1   

 • 2x PCI Express (x2) Base 1.1   

USB     4x USB 2.0 ports  

UART  4x UART interfaces 

I2C    1x I2C interface 

eLBC  P4080 local bus (available for 8-bit SRAM or EEPROM) 

WATCHDOG TIMER    125ms - 16s to reset board at time out 

TEMPERATURE MONITOR  Monitoring ability for: 

 • CPU internal temperature 

 • PCB surface temperature 

REAL TIME CLOCK  Equivalent to RTC-8564 (based by VCC_RTC power)  

AURORA DEBUG  Optional 

JTAG  Optional 

PHYSICAL  • Basic COM Express at 125 x 95 mm 

 • PICMG COM.0 R1.0COM Express Module Basic Spec Rev 1.0 

 • RoHS compliant 

POWER  • Supply voltage: 12.0V±5%, SBY±5% (via COM Express connector)

 • Consumption current: 12V up to 6.5A and SBY up to 200mA 

TEMPERATURE  Operating: 0ºC to +50ºC

ORDERING INFORMATION  Coming soon
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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