
For low drain / long time
applications requesting superior
voltage response in -55 ~+85
environments.

Cell size references                                                          ( D )

Electrical characteristics
(typical values relative to cells stored for one year or less at +30  max.)
Nominal capacity                                                                                                                               19Ah
(at 3 mA +20  2.0V cut off. The capacity restored by the cell varies
according to current drain, temperature and cut off).

Open circuit voltage (at +20 )                                                                                                         3.66V

Nominal voltage        (at 3mA +20 )                                                                                                3.6V

Pulse capability: Typically up to 400 mA (400 mA/0.1 second pulses,
drained every 2 mn at +20  from undischarged cells with 10 A base
current, yield voltage readings above 3.0V. The readings may vary according
to the pulse characteristics, the temperature, and the cell s previous history.
Fitting the cell with a capacitor may be recommended in severe conditions.
Consult pbq

Max. Continuous current                                                                                                                   200mA                                                                             
Max. Pulse current                                                                                                                             400mA

Storage           (recommended)                                                                                                    +30  max
                        (for more severe conditions, consult pbq)

Operating temperature range                                                                                                  -55  / +85
(Operation above ambient T may lead to reduced capacity and                                     
lower voltage readings at the beginning of pulses. Consult pbq)

Physical characteristics

Diameter (max)                                                                                                                          34mm(1.41 in)

Height (max)                                                                                                                           61.5mm(2.44 in)

Typical weight                                                                                                                             106g(3.47 oz)

Available termination suffix                                             radial tabs, radial pins, axial leads, flying leads

LITHIUM BATTERY

Primary lithium batteries
ER34615

3.6V Primary lithium-thionyl chloride
 (Li-SOCl2) Energy type
D-size bobbin cell
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Discharge performance 25

Temperature

Characteristic curves

Current mA
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Key features
    High and stable operating voltage
    Superior drain capability
    Low self-discharge rate
    (less than 1% after 1year of storage
    at +20 )
    Hermetic glass-to-metal sealing
    Notch technology for safety vent is 
    recommended
    Non-flammable electrolyte
   
Main applications
    Radiocommunication and other
    military applications
    Alarms and security systems
    Beacons and emergency location
    transmitters
    GPS
    Metering systems
    Sonobuoys
    LED lighting applications
    Others

Storage
    The storage area should be clean,
    cool (not exceeding +30 ), dry
    and ventilated.

Warning
    Do not use if the battery casing was
    mangled.
    Don t use different models of battery
    in series.
     Do not try to recharge.



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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