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● Output (max.): 12 V@4 A, 5 V@10 A, 3.3 V@8 A, 5 VSB@1 A,  
& -12 V @0.1 A 
Max. total output: 65 W

● Input: 6 VDC to 36 VDC

● Battery charge voltage: 12 V ~ 36 V

● Efficiency: up to 90%

● Dimensions: 90 mm x 96 mm

● Weight: NW: 178 g 

● Operating temperature: -20°C ~ 85°C (without smart battery) 
Operating temperature: -10°C ~ 60°C (wWith smart battery)

● Storage temperature: -35ºC ~ 95ºC
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1. Load down protection
2. Over voltage protection
3. Short circuit protection
4. Over current protection
5. Smart battery charger for Lithium Ion
6. I/O interface: SMBus/I2C & RS-232 
7. Support up to two battery packs
8. AT/ATX modes
9. Utility program: pull data out through RS-232 to a system

Part No. Description

PM-P006UPS-R10 65 W ATX DC/DC 6-36 VDC input, 12 V, 5 V, 3.3 V, -12 V and 
5 VSB PC/104 power module with UPS

BAT-LI-2S2P3000-R10 Smart Battery, Lithium Ion, 2S2P, 3000 mAH

CB-JST3PSW001-RS 30 cm power on/off switch cable

CB-P1LP4-RS 20 cm cable for FSP0601AD101C 60 W/ UP0451E12P 45 W/
UP0251E12PL 25 W AC-DC adapter

CB-MD4P4-RS 16 cm cable for 63000-FSP120AAB-RS 120 W AC-DC 
adapter

CB-NOLP4-RS 20 cm cable for terminal block DC input 

1 x PM-P006UPS

1 x QIG

1 x Utility CD

1 x DB-9 pin connector cable (32100-157200-RS)

Power sensitive equipmentPortable equipmentBattery backup system

• BAT-LI-2S2P3000 
Smart Battery, Lithium Ion, 
2S2P, 3000mAH

• BAT-LI-2S2P3000 
Smart Battery, Lithium Ion, 
2S2P, 3000mAH

• PM-P006UPS

A

PM-P006UPS-2013-V10

65 W DC/DC Converter Module, with UPS PM-P006UPS

Specifications

Ordering Information

Packing Information

Features Dimensions (Unit: mm)

Applications

65W
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DC Input

Options 2.
PN: CB-MD4P4-RS 

Cable for 63000-FSP120AAB-RS 
120 W AC-DC adapter

Options 3.
PN: CB-NOLP4-RS 

Cable for terminal block

Power On/Off
Options 1.
PN: CB-JST3PSW001-RS 

Cable to SBC(power ok & 5 VSB)
        Pin1= Power ok
        Pin2= 5 VSB
        Pin3, 4= Connector switch

Options 1.
PN: CB-P1LP4-RS 

Cable for FSP0601AD101C 60 W/ 
UP0451E12P 45 W/UP0251E12PL 
25 W AC-DC adapter

Protect your precious equipment from damage. Reduce 
the risk of losing valuable data.
An uninterruptible power supply provides emergency 
backup power when the main power is lost. 
Benefits: 

● Provides power for a certain amount of time after a power failure 
has occurred. 

● Provides stable power to equipment during line sags and spikes.
● Absorbs power surges and transients.
● Smooths out noisy power sources.

The utility software displays the  
following information: 

● Current power source
● Battery status
● Charging status
● Remaining battery percentage

Battery Capacity Status

Battery Type Lithium Ion

Pout (W) 100 80 60 40

Time (min) 8 14 18 27

Dimensions 148 x 89 x 20 mm

Capacity 3000 mAH

Input Power Connector

Output Power Connector

CN1
Pin 1 Pin 2 Pin 3 Pin 4

VIN VIN Gnd Gnd

ATX Mode Connector Battery Connector

J1 J2
Pin 1 Pin 2 Pin 3 Pin 4 Pin 5 Pin 6 Pin 7

BAT+ BAT+ Clock Data Temp Gnd Gnd

PM-P006UPS

DC Output

RS232

Host System

Smart Battery 
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#1

SM
Bu

s

SM
Bu

s

Sa
fe

ty
 S

ig
na

l

Sa
fe

ty
 S

ig
na

l

Vb
at

t

Vb
at

t

DC Intput

Block Diagram
Critical Events

Battery Data / Status Requests

CN7
Pin 1 Pin 2 Pin 3 Pin 4 Pin 5 Pin 6 Pin 7 Pin 8 Pin 9 Pin 10 Pin 11 Pin 12

N12V Gnd 12 V Gnd 3 V 3 V Gnd 5 V 5 V Gnd 5 VSB Gnd

CN2
Pin 1 Pin 2 Pin 3 Pin 4

PWROK 5 VSB Gnd PS_ON

Battery Monitoring Utility

Battery Monitoring Connection Cable 
(PN: 32100-157200-RS)

I/O Interface RS-232 Connector

JP2
Pin 1 Pin 2 Pin 3

Gnd TX RX

PM-P006UPS-2013-V10

■ Wire Harness Selection Guide

■ Pin Assignments

■ Battery Pack (P/N: BAT-LI-2S2P3000)

■ High Energy Density, Light Weight and 
Compact DC/DC UPS & Power Module

■ Level 2 Smart Battery Charger & 
Power Modules



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

