Installation Hand Tools

The Stewart Connector Installation Hand Tool is a comfortable,
all-in-one tool for high-performance terminations. Interchangeable
dies are available to terminate 4- through 10-position unshielded
plugs. Ergonomic design and cushioned hand grips add to the
comfort and ease of terminations. Raichet control ensures
complete crimp cycle every time.

Series Application Tool Description SCS Part Number
30 4-Position unshielded plugs | Crimp tool with 4-position die set 2990001-01
30 6-Position unshielded plugs | Crimp tool with 6-position die set 2990002-01
30 8-Position unshielded plugs | Crimp tool with 8-position die set 2990003-01
30 10-Position unshielded plugs | Crimp tool with 10-position die set 2990007-01
37 8-Position unshielded plugs | Crimp tool with 8-position die set 2990003-01

Tooling

Information subject to change without notice. To obtain drawings and current specifications, visit the Stewart Web site at http:/www.stewartconnector.com.
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Tooling Production Hand and Pneumatic Tools
« Unshielded Plugs

Ferrule Crimping
Tool

2940231-01
Ratchet-Style Hand Tool

Stewart Connector offers a broad variety of hand tools for fast
and easy plug termination on- or off-site. The bench-mount
Knuckle Press and bench-mount Pneumatic Press with BTA die
sets (sold separately) are best suited for applications with 1,000
to 50,000 terminations annually. The ratchet-style hand tool will
not release until full termination is complete.

For Stewart Unshielded Plugs:
Step 1: Select termination tool:

Tool Description SCS Part Number Reference Part Number
Knuckle press - Bench Mount 2940001-01 BTA-100
Ratchet Style Hand Tool 2940231-01

Pneumatic - Bench Mount 2940251-01 PTA-100

Step 2: Select die set according to the application:

Series Application SCS Part Number | Ref. Part Number

30 | 4-Contact 4-Position 2905001-01 BTA-101

30 |2-Contact 6-Position 2905002-01 BTA-102

30 | 4-Contact 6-Position 2905002-01 BTA-102

30 | 6-Contact 6-Position - Long Body Plug 2905003-01 BTA-103

30 |6-Contact 6-Position 2905008-01 BTA-106

30 | 6-Contact 6-Position - Offset Tab (OST/MMJ) 2905009-01 BTA-109

30 | B-Contact 8-Position - Winged 2905007-01

30 | B-Contact 8-Position - No Key, K1, or K2 2905005-01 BTA-104

30 | 10-Contact 10-Position - No Key, K1, K2, or 2-pc 2905010-01 BTA-110

30 | 10-Contact 10-Position RMK4 - Key 2905012-01 BTA-110RMK4

37 | 8-Contact 8-Position 2905014-01 BTA-104NCB
39100 | 8-Contact 8-Position 2905014-01 BTA-104NCB

Information subject to change without notice. To obiain drawings and current specifications, visit the Stewart Web site at http://www.stewartconnector.com.
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Production Hand and Pneumatic Tools Tooling

¢ Shielded Plugs

For Stewart Shielded Plugs:
Step 1: Select termination tool:

Tool Description SCS Part Number Reference Part Number
Knuckle press - Bench Mount 2940001-01 BTA-100
Ratchet Style Hand Tool 2940231-01

Pneumatic - Bench Mount 2940251-01 PTA-100

Step 2: Select a die set according to the application:

Series Srdiaran Pansl\ﬁﬁnber Pzrtf:lr:nr:?er

36 |6-Contact 6-Position Shielded 2906252-01 | BTA-106S

36 | 8-Contact 8-Position Shielded - No Key, K1, K2, or K3 | 2906253-01 | BTA-104S

36 | 10-Contact 10-Position Shielded - No Key, K1, K2, or K3 | 2906255-01 | BTA-110S

36 | 10- Contact 10-Position Shielded - RMK4 Key 2906256-01 | BTA-110S-RMK4
36 | 10-Contact 10-Position Shielded - K4 Key 2906257-01 | BTA-110S-K4

36 | 10-Contact 10-Position Shielded - RMK4R Key 2906260-01 | BTA-110SRMK4R
37 | 8-Contact 8-Position Shielded 2906253-01 | BTA-104S

Step 3: Select a Ferrule Crimp Tool Kit based upon the cable diameter:

Cable Outside Diameter SCS Part Number
0.125 2912501-01
0.135 2912502-01
0.145 2912503-01
0.155 2912504-01
0.165 2912505-01
0.175 2912506-01
0.185 2912507-01
0.195 2912508-01
0.205 2912509-01
0.215 2912510-01
0.225 2912511-01
0.235 2912512-01
0.245 2912513-01
0.255 2912514-01
0.265 2912585-01

Information subject to change without notice. To obtain drawings and current specifications, visit the Stewart Web site at http:/iwww.stewartconnector.com.
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Tooling Production Hand and Pneumatic Tools
* Cable-Ready Jacks
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For installers, our industry-leading hand tool aids in making your
application easy and quick to assemble.

For Stewart Cable-Ready Jacks:

Series Tool Description SCS Part Number
80 Ratchet style hand tool with Short body Cable-Ready Insert 2940013-01
82 Ratchet style hand tool with CAT5e CableJack™ Insert 2940014-01

Information subject to change without notice. To obtain drawings and current specifications, visit the Stewart Web site at http://www.stewartconnector.com.
11118 Susquehanna Trail South, Glen Rock, PA 17327-9199. Telephone: 717-235-7512. FAX: 717-235-4675.



Production Hand and Pneumatic Tools Tooling

* Compu-shield®

For Stewart Compu-shield® Plugs:
Step 1: Select a termination tool:

Tool Description SCS Part Number Reference Part Number
Knuckle press - Bench Mount 2940001-01 BTA-100
Ratchet Style Hand Tool 2940231-01

Pneumatic - Bench Mount 2940251-01 PTA-100

Step 2: Select a die set according to the application:

Series Application SCS Part Number Reference Part Number
31 and 32 6-Position Compu-shield® 2907501-01 BTA-CS6
31 and 32 8-Position Compu-shield® 2907502-01 BTA-CS8
31 and 32 10-Position Compu-shield® 29807503-01 BTA-CS10
31 and 32 15-Position Compu-shield® 2907504-01 BTA-CS15

Step 3: Select a Ferrule Crimp Tool Kit based upon the cable diameter:

Cable Outside Diameter SCS Part Number
0.125 2912501-01
0.135 2912502-01
0.145 2912503-01
0.156 2912504-01
0.165 2912505-01
0.175 2912506-01
0.185 2912507-01
0.195 2912508-01
0.205 2912509-01
0.215 2912510-01
0.225 2912511-01
0.235 2912512-01
0.245 2912513-01
0.255 2912514-01
0.265 2912585-01

|nformation subject to change without notice. To obtain drawings and current specifications, visit the Stewart Web site at hitp:/www.stewartconnector.com.
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Tooling Power Bench Tools
SS-20 Production

for the SS-20 machines.

Stewart Connector offers bench and power application tools that
are ideal for more demanding applications. Our SS-20 machines
terminate both ends of a cable providing a quick continuity check.
This machine is best suited for applications for over 200,000
plugs annually. Contact Stewart about available leasing options

Tool Description SCS Part Number Reference Part Number
Terminates 4- and 6-position plugs 2800100-01 S$S-20N
Terminates 8-position plugs* 2800101-01 §5-20S
Terminates 4-, 6-, and 8-position plugs 2800102-01 SS-20NS
Terminates 4-, 6-, 8-, and 10-position plugs* 2800103-01 S§5-20-NS-10

Consult Stewart for details.

Note: If terminating shielded plugs, a Ferrule Crimp Tool Kit is nesded (sold separately).
“For 37 and 39100 Series unshielded plugs, 2 spacer bars and 2 punches are required.

Information subject to change without notice. To obtain drawings and current specifications, visit the Stewart Web site at http://www.stewartconnector.com.

0 11118 Susquehanna Trail South, Glen Rock, PA 17327-9199, Telephone: 717-235-7512. FAX: 717-235-4675.



@Iasﬂ U

KomnaHus ((3J'IeKTpO|_|J'|aCT» npeanaraeT 3akKn4vyeHmne onrocpoYHbIX OTHOLLIEHUN npu
NOoCTaBKaxX MMMNOPTHbIX 3NTEKTPOHHbIX KOMMOHEHTOB Ha B3aMMOBbLIFO4HbIX yCJ'IOBI/lFlX!

Hawwn npeumyuiectsa:

e OnepaTuBHbIE NOCTABKM LUMPOKOrO CMeKTpa 3NeKTPOHHbIX KOMMNOHEHTOB OTEYECTBEHHOIO U
MMMOPTHOrO NPON3BOACTBA HANPAMYO OT MPOM3BOAMTENEN U C KPYNMHENLLNX MUPOBbLIX
CKNaaos.;

MocTaBka 6onee 17-TM MUNIIMOHOB HAMMEHOBAHWUIN 3NEKTPOHHbLIX KOMMNOHEHTOB;

MocTaBka CNoXHbIX, AeULNTHBIX, MMOO CHATLIX C MPOM3BOACTBA NO3ULIUIA;

OnepaTtunBHbIE CPOKM NOCTABKM Nof 3aka3 (0T 5 pabounx gHewn);

OKcnpecc goctaska B Nnobyto Touky Poccuu;

TexHnyeckas nogaepkka npoekTa, NomMoLLlb B nogdope aHanoros, NocTaBka NPOTOTUMOB;

Cuctema MeHeXMeHTa KavyecTBa cepTuduumnposaHa no MexayHapogHomy ctaHgapTty 1ISO

9001;

o JlnueHausa ®CH Ha ocyulecTBneHne paboT ¢ NCNONb30BaHWEM CBEOEHUIN, COCTABAOLLINX
rocygapCTBEHHYIO TalHy;

o [locTaBka cneumnanmampoBaHHbIX KOMNoHeHToB (Xilinx, Altera, Analog Devices, Intersil,
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq,
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics v gp.);

MoMMMO 3TOro, O4HMM M3 HanpaBnNeHU koMnaHum «AnekTpollnacT» ABNseTca HanpaBneHne

«UcTouHmkn nutaHua». Mel npeanaraem Bam nomoub KoHCTpyKTOpCKOro otaena:

e [logGop onTuManeHOro peleHus, TexHn4eckoe 060CHOBaHME Npu BbIOOpPE KOMMOHEHTA;
Monbop aHanoros.;
KoHcynbTaumm no NpUMEHEHMIO KOMMOHEHTA;
MocTaBka 06pa3yoB M NPOTOTUMNOB;
TexHn4veckasn noaaepka npoekTa;
3awmTa OT CHATMSA KOMMOHEHTA C NPON3BOACTBA.

Kak c Hamu cBfizaTbCcA

TenedoH: 8 (812) 309 58 32 (MHOrokaHanbHbIN)
Pakc: 8 (812) 320-02-42

OnekTpoHHas nouTta: org@eplastl.ru

Aapec: 198099, r. Cankt-INeTepbypr, yn. KannHuHa,
Oom 2, kopnyc 4, nutepa A.
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