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Data Sheet

IMPORTANT NOTICE TO PURCHASER:
All statements, technical information and
recommendations related to the Seller’s
products are based on information believed to
be reliable, but the accuracy or completeness
thereof is is not guaranteed. Before utilizing the
product, the user should determine the
suitability of the product for its intended use.
The user assumes all risks and liability
whatsoever in connection with such use.

All statements or recommendations of the seller
which are not contained in the Seller’s current
publications shall have no force or effect unless
contained in an agreement signed by an
authorized officer of the Seller. The statements
contained herein are made in lieu of all
warranties express or implied, including but not
limited to the implied warranties of
merchantability and fitness for a particular
purpose which warranties are hereby expressly
disclaimed.

SELLER SHALL NOT BE LIABLE TO THE
USER OR ANY OTHER PERSON UNDER ANY
LEGAL THEORY, INCLUDING BUT NOT
LIMITED TO NEGLIGENCE OR STRICT
LIABILITY, FOR ANY INJURY OR FOR ANY
DIRECT OR CONSEQUENTIAL DAMAGES
SUSTAINED OR INCURRED BY REASON OF
THE USE OF ANY OF THE SELLER’S
PRODUCTS.

3M Electrical Products Division

6801 River Place Blvd.
Austin, Texas 78726 – 9000

  3M 1991

  11 / 1 / 91

DBR
Direct Bury Splice Kit
Application:
Use part DBR, which includes a Scotchlok  R 
Electrical Spring Connector, to electrically connect two 
or more pre–stripped copper wire ends in a pigtail
application and moisture seal the connection for direct burial.

Wire:
Common AWG wire combinations
  (Copper wire only, sol or str)

2 – 3 # 10
2 – 4 # 12
3 – 4 # 14
4 – 6 # 16

1 # 12 to 1 to 3 # 14
1 # 12 to 2 or 3 # 16
1 # 14 to 2 or 3 # 16

1 # 10 to 1 # 12         
1 # 10 to 1 or 2 # 14

Consult technical service for complete list of
wire combinations.

Construction:
Connector – steel spring , shell , flame retardant pvc

insulator
Tube – polypropylene
Gel – thixotropic calcium organic complex

Application Data:

Application Temperature: 32°F to 120°F
(0°C to 40°C)

Operating Temperature: 221°F to –40°F
(105°C to –40°C)

Voltage Rating: 30 Volts

Not for use in direct ultraviolet exposure

Weight of one kit: (2 splices ) .0990 lbs
(44,94 gm)

Storage: Do not store above 120°F (49°C)

Engineering Specification:

The device, 3M Brand DBR Direct Bury Splice Kit, shall
splice and effectively moisture seal two or more conductors.
The electrical connector shall be a  Scotchlok  R. The device
shall be installed per manufacturer’s instructions and all ap-
plicable  codes.



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

