
LS15
Series Line Splitter

PoE

	

	 Line	and	Load		 	 +/-1%	V-out	
	 Voltage	Regulation		 	

	 Transient	Response	 	 1%	of	V-out		
	 	 	 (50%-100%	load	deviation)

	 Overvoltage	Protection		 	 Transorb	protected

	 Output	Connection	 	 Standard

	 Output	Noise	 	 1%	of	V-out,	20MHz	BW

Output Specifications

	

	 Input	 	 36-57	Vdc

	 Input	Current		 Reset	power		 When	Iin	>	450mA	for		 	
	 Overload	Protection	 to	start	unit	 75mSec,	input	latches	off	

	 Input	Surge	 	 Transorb	protected

	 Input	Undervoltage	 Turn	on		 33-42Vdc	
	 	 Turn	off	 30-34Vdc

Input Specifications

	

	 Operating	temperature		 	 -40°C	to	+60°C

	 Storage	Temperature	 	 -40°C	to	+85°C

	 Max	ambient		 	 60*C	@	Full	load	
	 operating	Temp	 	 	

Environmental Specifications

	

	 Efficiency		 In	Midspan		 Measured	from	Data/Power		
	 	 configuration	 pins	of	RJ45	connector,		 	
	 	 	 to.output	of	std	Switchcraft		
	 	 	 712A	conn.	
	 	 5V	 87%	min.	
	 	 12V	 88%	min.	
	 	 24V	 90%	min.

	 Switching	Frequency	 	 200kHz	+/-	1%

	 Recovery	time		 	 100Usec	to	1%	V-out		
	 	 	 (SR=	1a/10Usec)

	 I-overload	 	 120%	±	5%

	 Short	Circuit		 	 Auto	recovery	when	short		
	 	 	 is	removed

	 Thermal	Shutdown	 	 Internally	protected	against		
	 	 	 over-temp	conditions.

	 Approvals	and		 		 TUV	Pending	
	 Safety	Standards		 	

	 Case	and	Dimension		 	 3.0L	x	2.1W	x	1.0H	(in)

	 Weight	 	 58g	(2.05oz)

	 Input	Connector		 	 Standard	RJ45	connector	

General Specifications

Specifications

1 Year Warranty

    

• Power over Ethernet (PoE)

• Converts POE to Separate Power and Data Lines

•  High Efficiency: 90%, 24V unit

•  Industry Leading Small Profile; 3”x 2.1”x 1”

•  Meets IEEE 802.3AF

•  Full Thermal Protection

•  Short Circuit & Overload Protection

•  Input Shutdown

•  UVLO / OVLO

•  Surge Protection

International Safety Standard Approvals
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   Output Output Current Output Efficiency 
 Ault Part Number Voltage  Per IEEE 802.3AF* Power (with cable)

	LS15-05	 5	V	DC		 2.00	A		 10.0	W	 480	mV	

	LS15-12	 12	V	DC	 0.90	A		 10.8	W	 480	mV

	LS15-24	 24	V	DC	 .475	A		 11.4	W	 480	mV
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	 *	Power	limited	per	Input	requirements	of	IEEE802.3af	Table	33-12.	I-port	Max=350mA	@V-port=37V./	I-port	Max=260mA	@V-port=57V	
	 		 Higher	outputs	available	for	non-compliant	systems

Notes

Outline Configuration
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	 Pin	 Mode	A	 Mode	B

	 1	 Pos	Vport,	Neg	Vport	 	

	 2	 Pos	Vport,	Neg	Vport	 	

	 3	 Neg	Vport,	Pos	Vport		 	

	 4	 		 Pos	Vport,	Neg	Vport

	 5	 		 Pos	Vport,	Neg	Vport

	 6	 Neg	Vport,	Pos	Vport	 	

	 7	 	 Neg	Vport,	Pos	Vport

	 8	 	 Neg	Vport,	Pos	Vport

Data/Power in & Data Out Connection

8 7 6 5 4 3 2 1

Standard	RJ45	Jack
Configuration-	For	802.3af	compliant	units

Power Out Connection

	

	 Description	 12”,	18AWG	Cable	w	Switchcraft	S760		
	 	 connector	or	equivalent

	 Pinout	Code	 Center	contact:	positive

	 Suggested	Mating		 Switchcraft	722A	plug	or	equivalent	

	

	 Description	 12”,	18AWG	Cable	w	Switchcraft	760		
	 	 connector	or	equivalent

	 Pinout	Code	 Center	contact:	positive

	 Suggested	Mating		 Switchcraft	712A	plug	or	equivalent	

	

	 Description	 Switchcraft	RAPC	712A	connector		
	 	 or	equivalent

	 Pinout	Code	 Center	contact:	positive

	 Suggested	Mating		 Switchcraft	760	plug	or	equivalent	



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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