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Model #: BP192V12-3U
BP192V12-3U - External Battery Pack for UPS System

 
Highlights

Extends runtime of compatible Tripp Lite UPS Systems with 192VDC external

battery connection

Provides daisy-chain capability

Simple installation; 3U rackmount, tower or stack adaptable

Description
Tripp Lite's BP192V12-3U rack/tower external battery pack offers extended battery runtime when used in conjunction with compatible Tripp Lite UPS

systems. Multi-use form factor supports configuration in rackmount or stacking applications using only 3 rack spaces (3U). Upright tower

configuration supported with optional 2-9USTAND accessory. Includes heavy-gauge cabling with high-current DC connectors for simple installation.

Additional output connector allows multiple BP192V12-3U battery packs to be daisy-chained to the UPS for even longer extended run operation.

COMPATIBLE UPS SYSTEMS - SU5000RT4U, SU6000RT4U, SU8000RT4U, and other Tripp Lite UPS systems that specify the use of this battery

pack.

Applications

Ideal means of lengthening the battery runtime provided by compatible Tripp Lite UPS systems. Additional battery packs may be ordered at
time of original UPS purchase or sourced at a later date to extend runtime performance if site power conditions deteriorate and longer
battery runtime is desired. 

Package Includes

BP192V12-3U external battery pack
Mounting hardware 
Warranty information 
Instruction manual

Features

Offers extended-run UPS operation when used in conjunction with compatible Tripp Lite UPS systems
Supports stacking or rackmount installation using only 3 rack spaces (3U)
Supports upright tower installation with optional 2-9USTAND accessory (holds 3 battery packs in tower configuration)
Set of two input/output connectors allows multiple BP192V12-3U battery packs to be daisy-chained to the UPS for even longer extended
run operation
Includes heavy-gauge cabling with high-current DC connectors for simple installation

Specifications
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OUTPUT

Overload protection 50A DC output fuse

INPUT

UPS Input cord length (ft.) 36 in./9m, 8 AWG, 3 conductor

UPS Input cord length (m) 10.97

BATTERY

Expandable battery runtime Includes a second input/output connector to daisy-chain multiple battery packs

DC system voltage (VDC) 192

Connects to UPS via Detachable cable with UPS specific DC connector (90 cm length, 8 gauge)

Typical battery lifespan 4-6 years typical (North America)

PHYSICAL

Shipping weight (lbs) 211.25

Shipping weight (kg) 95.9

Unit Dimensions (HWD/in) 5.25 x 17.5 x 28

Unit Dimensions (HWD/cm) 13.3 x 44.5 x 71.1

Shipping Dimensions
(HWD/in)

11.25 x 31.5 x 23

Shipping Dimensions
(HWD/cm)

28.6 x 80 x 58.4

Unit weight (lbs) 174

Unit weight (kg) 79

Material of construction Black steel cabinet

Form factors supported 3U rack/tower

WARRANTY

Product Warranty Period
(U.S. & Canada)

2-year limited warranty

Product Warranty Period
(International)

1-year limited warranty

Product Warranty Period
(Mexico)

1-year limited warranty

Product Warranty Period
(Puerto Rico)

1-year limited warranty

Optional Coverage 3 year, 5 year, next day and on-site warranty coverage available

Related Items
Optional Products

Related Model Description Qty.

WEXT3-BP192V12 3-Year Extended Warranty - For BP192V12-3U 1

WEXT5-BP192V12 5-Year Extended Warranty - For BP192V12-3U 1

http://www.tripplite.com/en/products/model.cfm?variables.txtModelID=3816
http://www.tripplite.com/en/products/model.cfm?variables.txtModelID=3817


2-9USTAND Enables Tower Placement of Rackmount UPS Systems 1

2POSTRMKITHD Enables 2-Post Rackmount Installation of 3U and Larger UPS, Transformer and Battery
Pack Components 

1

More information, including related products, owner's manuals, and additional technical specifications, can be found online at 

www.tripplite.com/en/products/model.cfm?variables.txtModelID=3139. 
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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