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FEATURES 
Integrated photodiode + TIA  
Differential responsivity: 5.5 mV/µW 
50 µm diameter germanium photodiode 
Input sensitivity: −19.5 dBm @ 6.144 Gbps 
Wavelength range: 830 nm to 1560 nm 
Single 3.3 V supply 
Power dissipation: 65 mW 
Differential output swing: 240 mV p-p 
On-chip power monitor function 
Die size: 0.835 mm × 0.675 mm 

APPLICATIONS 
Optical receivers up to 6.5 Gbps 
6G CPRI, OBSAI, and 8G short range and LTE receivers 
Receiver optical subassemblies (ROSA) 
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Figure 1. 

 

GENERAL DESCRIPTION 
The ADN3000-06 is a complete high speed optical receiver 
featuring a proprietary large-area germanium PIN photodiode 
integrated with a transimpedance amplifier (TIA). The integra-
tion of the photodiode eliminates bond wires between the diode 
and TIA that provides guaranteed performance and improved 
manufacturing reliability. The ADN3000-06 supports data rates 
of up to 6.5 Gbps for telecommunication and point-to-point 
LAN applications, and a wide range of operating wavelengths 
from 830 nm to 1560 nm.  

The ADN3000-06 also features an optical average power moni-
toring circuit that generates a voltage output proportional to  
the average photodiode current.  

Typical power consumption of ADN3000-06 is 65 mW from a 
single 3.3 V supply. In saturated output, the signal has a typical 
differential amplitude of 240 mV p-p. 

The ADN3000-06 is available in die form, and it is operational 
over the extended industrial temperature range of −40°C to +85°C. 
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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