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Moisture Meter

Take pinless (non-invasive) Moisture measurements on wood and 
building materials without damaging the surface with the depth 
of approx <4" (100mm) with Extech’s MO57 Moisture Meter.  The 
ball moisture sensor provides smooth gliding on hard or delicate 
surfaces. Easy-to-operate with display icons that indicate the 
levels of moisture content plus audible alert feature. Ideal for 
building restoration projects and applications where moisture 
detection on floors, tiles and under carpets is critical. A must-
have tool for analyzing the after-effects of water leakage behind 
walls and in ceilings and also measuring moisture content on a 
non-flat surface.

Features
• Pinless moisture measurement depth to <4" (100mm)

• Measures Moisture up to 99.9% for Wood and other 

building materials

• Displays moisture level in wood and building  

materials such as wall board, sheet rock,  

tiles, cardboard, plaster, concrete, and mortar

• Audible Alert — Tone rate beeps faster as the  

moisture level increases 

• Icons display low, medium and high levels of  

moisture content

• Easy-to-use, compact-sized design

• Data Hold freezes reading on display

• Built-in battery level check and measurement 

verification test

• Auto Power Off conserves battery power

• Complete with 9V battery and wrist strap

Ordering  
MO57 ................ Pinless Moisture Meter
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Specifications

Sensor Type Pinless spherical sensor

Measurement Depth <4" (100mm)

Wood Moisture Range 0.1 to 99.9%

Other Building Materials 0.1 to 99.9%

Resolution 0.1%

Wood Moisture Icon Levels Low: 0.1 to 16.9%; Medium: 17.0 to 39.9%; High: 40.0 to 99.9%

Building Material Icon Levels Low: 0.1 to 16.9%; Medium: 17.0 to 39.9%; High: 40.0 to 99.9%

Dimensions/Weight 8.3x2.8x1.3" (210x70x33mm) / 5.5oz (155g) battery not included

UPC Code: 793950470572



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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