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44 SERIES Amphenol-Tuchel Electronics 44 Series

Rated Insulation Voltage  250 V~

Rated Impulse Withstand Voltage  1000 V~

Current Carrying Capacity  8 A

Insulation Resistance  > 5000 MΩ

Contact Resistance < 30 mΩ

Operating Temperature  - 40°C to +105°C

Wire Gauge 18 – 14 AWG (1.0 - 2.5 mm²)

Overall Wire Insulation Diameter 0.080 to 0.130 inches (2.03 to 3.30 mm)

Contact Material Tinned-copper alloy

Insulation Material  Santoprene, thermoplastic rubber

Mating Cycles  25 max.

Contact Retention  Axial displacement of contact < 0.03 inches (0,762 mm)

Color  Black

COST-EFFECTIVE ENVIRONMENTAL SEALING
Amphenol Tuchel 44 series connectors offer cost-effective performance for 
applications requiring environmental sealing. The connector’s single-piece 
structure is resistant to water, fuel, lubricants, ozone, road salt and vibration. 

 # OF    RECEPTACLE PLUG RECEPTACLE PLUG
 CONTACTS (PIN) (SOCKET)  (PIN) (SOCKET)
 1 44-104-10001-02 44-103-10001 - -
 2 44-104-10002-02 44-103-10002 44-104-10302 44-103-10302
 3 44-104-10003-02 44-103-10003 44-104-10303 44-103-10303
 4 44-104-10004-02 44-103-10004 44-104-10304 44-103-10304
 5 44-104-10005-02 44-103-10005 44-104-10305 44-103-10305
 6 44-104-10006-02 44-103-10006 44-104-10306 44-103-10306

LOW-INSERTION

 PIN CONTACTS SOCKET CONTACTS PCS CRIMP TOOL INSERTION  EXTRACTION
 (RECEPTACLES) (PLUG)   W/O RATCHET WITH RATCHET TOOL TOOL
 44-100-1414P 44-102-1414S 1 357-561 357-588 356-258 
 44-100-1414P-100-101 44-102-1414S-100-101 100 357-561 357-588 356-258
 44-100-1414P-1000-101 44-102-1414S-1000-101 1000 357-561 357-588 356-258

PIN
356-258
SOCKET
356-260

APPLICATIONS • Automotive safety & security system connectors
• Traffic control equipment
• Marine industrial connectors
• Truck accessory disconnects

• Mining ventilation systems
• Car interconnections
• RV interconnections

FEATURES • Long-term resistance against environmental impacts
• 3 liquid-proof seals (primary, secondary & wire)
•  Quick & easy assembly
• Quick & easy mating
• Protection against mismating

• Protection class IP 65/67
• High-reliability
• Discrete wire interconnection
• 2 to 6 low-insertion-force types
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

