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PROPER USE GUIDELINES
Cumulative Trauma Disorders can result from the prolonged use of manually powered hand tools. Hand tools are intended for occasional use 
and low volume applications. A wide selection of powered application equipment for extended-use, production operations is available.

Figure 1

1. INTRODUCTION

Installation Tool 1059773-1 (Figure 1) is used to install 
and remove OSP Hermetic Plug Connectors. Figure 1 
also lists the available replacement head that may be 
purchased from Tyco Electronics separately.

NOTE

i

Dimensions in this document are in metric units 
[with U.S. customary units in brackets], unless 
otherwise indicated.

2. DESCRIPTION

Installation Tool 1059773-1 contains an adjustablE 
handle that allows for torque settings between 6  in.-
lbs. and 30 in.-lbs. This tool also contains a connector-
specific head assembly.

Once the tool head is adjusted for the specific 
connector, the installation of multiple connectors is 
made easy with a quick-release locking handle.

A collet at the end of the assembly, holds the 
connector. A collet adjustment nut tightens the 
connector in the collet. 

The locking handle is used to secure the hermetic 
style plug in place during installation, and release the 
hermetic style plug assembly after installation. 

3. INSTALLATION AND REMOVAL

3.1. Installation

1. Place the hermetic plug connector in the collet.

NOTE

i

The connector should bottom on a stop within the 
collet.

2. Once the connector is in place in the collet, move 
the locking handle to the closed position. This 
secures the connector in the tool.

CAUTION

!

Do not force the locking handle closed. If the 
handle does not easily close the collet tension may 
have to be adjusted.

3. If necessary, turn the adjustment nut until the 
connector is held snuggly in place.

NOTE

i

The collet adjusting nut is covered with a heat 
shrink tubing to help maintain adjustment.

CAUTION

!

Damage to the connector may result if the collet is 
not properly adjusted. 



408-8778

2 of 2Rev A

4. Holding the handle, turn the tool clockwise to 
thread the plug connector together.

5. Continue turning the handle (and connector) until 
the drive handle makes a "clicking" sound. This 
clicking sound is an indication that the proper torque 
has been reached.

6. Move the locking handle to the open position to 
release the connector.

3.2. Removal

1. Place the hermetic plug connector into the collet.

NOTE

i

The connector should bottom on a stop within the 
collet.

2. Once the connector is in place in the collet, move 
the locking handle to the closed position. This 
secures the connector in the tool.

CAUTION

!

Do not force the locking handle closed. If the 
handle does not easily close the collet tension may 
have to be adjusted.

3. If necessary, turn the adjustment nut until the 
connector is held snuggly in place.

NOTE

i

The collet adjusting nut is covered with a heat 
shrink tubing to help maintain adjustment.

CAUTION

!

Damage to the connector may result if the collet is 
not properly adjusted. 

4. Holding the handle, turn the tool 
counterclockwise to unthread the plug connector.

5. Move the locking handle to the open position to 
release the connector.

4. REPLACEMENT

The torque driver contains a 6.35 [.250] square drive 
which accepts the replacement head (shown in 
Figure 1).

1. Pull the head off the standard 6.35 [.250] square 
drive.

2. Snap the replacement head (Figure 1) onto the 
square drive.

3. Order replacements from your TE representative, 
or call 1-800-526-5142, or send  a facsimile of your 
purchase order to 1-717-986-7605, or write to:

CUSTOMER SERVICE (038-035)
TYCO ELECTRONICS CORPORATION
PO BOX 3608
HARRISBURG PA 17105-3608

For tool repair service, please contact a representative 
at 1-800-526-5136.

5. REVISION SUMMARY

Since the previous release, the new company logo 
was applied.



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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