FLUKE -

Test Leads, Probes & Clips

Modular Leads

TL21A Extension Lead Set
« Extends test leads by 1.5 m
o One pair (red, black) silicone
insulated leads
o One pair (red, black)
female couplers
« CAT III, 1000V,
10A rating. UL listed
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TL22 Test Leads

o DMM test leads (red, black) with safety
shrouded, standard diameter
banana plugs.

« Includes right-
angle connector
on both ends

« CAT III, 1000V,
10A rating. UL
listed
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TL24 Test Leads

« DMM test leads (red, black) with safety
shrouded, standard
diameter banana
plugs.

« Includes right-
angle connector on
one end and straight
connector on the other.

o CAT III, 1000V, 10A rating. UL
listed
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TL20 Industrial Test Lead Set
« One pair each of TL22

silicone test leads,

\

AC20 heavy duty
alligator clips and
TP20 sharp
industrial test
probes

o CAT III, 1000V,
10A rating.

il

TL23R & TL23F Electrical Test

Leads Sets

« One pair each of TL24 silicone test leads,
AC20 heavy duty alligator clips and TP4 4mm
Slim-Reach™ test
probes (TL23R) or
TP1 flat bladed Slim-
Reach™ test probes
(TL23F)

« CAT III, 1000V, 10A
rating.

o

g‘LtSOA Basic Electronic Test Lead
€
o One pair (red, black) each 1 meter long
silicone test lead set, alligator clip and probe
tip extender.
« C75 soft carrying
case
« CAT II, 300V. UL
Listed
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g‘LSlA Deluxe Electronic Test Lead

et

« Includes components of TL8O, plus one pair
(red, black) each modular 1 meter long
silicone test lead, test probe, hook-style and
pinch style clip, alligator clip, IC probe tip
adapter and spade lugs

o Quadfold soft
carrying case e ;’;f i r

« CAT II, 300V. UL
Listed f:’w& §

Leads, Probes and Clips Compatibility Chart
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Modular leads
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Test Leads &

Probe Sets

Modular Probes & Clips

TL71 Premium Test Lead Set

o One pair (red, black) comfort grip probes with
silicone insulated, right-angle test leads

« Replacement test leads for
80 Series IV DMMs

« Recommended for uV
measurements

« CAT III, 1000V,
10A rating. UL
listed
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TL74 4 mm Diameter Test Lead Set

« One pair (red, black) 1.5 meter long silicone
test leads with 4 mm spring probe tips for
probing standard banana plugs

« Removable,
insulated IC caps
allow probing on
closely spaced
leads

« CAT III, 1000V. UL -
listed
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TL25 Hard Point™ Test Lead Set

o One pair (red, black) comfort grip probes with
PVC insulated, test leads with right-angle
shrouded banana plugs

« Recommended for
general purpose
measurements

« CAT III, 1000V,
10A rating. UL
listed
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AC20 Heavy Duty Alligator
Clips

o One pair (red, black) safety
grip, spring loaded
alligator clips

o Insulated jaws with
wide 20 mm opening

o CAT III, 1000V, 10A
rating.
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AC70A Alligator Clips

« Slide-on alligator clips (red, black)
for test probes with 1.93 mm
to 2.13 mm long tips

« Gold-plated jaws /
provide 8mm opening

o CAT III, 600V, 10A -
rating. 3
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AC80 Heavy Duty Hook-Style Test
Clips

« One pair (red, black) safety grip,

spring loaded hook clips X

o Hook opening is 10mm
X 2mm
« CAT III, 1000V, 3A
rating.
AC83 Heavy Duty Pin-Grabber Test
Clips
« One pair (red, black) safety grip, spring
loaded pin grabber hooks

« Flexible shaft is /

100mm long and
grabber extends
9.5mm

« CAT III, 1000V,
1A rating.

TP174 Lantern Tip Test Probes

o One pair (red, black)

o Tips include banana-style spring contacts
with nickel-plated brass ends

« Category III, 1000V, 10A rating

o Use with TL22 and TL24

Test leads

AC85A Large Jaw Alligator Clips

» One pair (red, black) fully insulated
banana jack alligator clips

o Curved jaw (20 mm opening),
strong teeth and spring
provide superior grip

o CAT III, 600V, 10A
rating.
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AC89 Heavy Duty Insulation

Piercing Test Clip

« Single probe pierces 0.25 to
1.5 mm insulated wire

« Small pin allows self-
healing of the
insulation

« CAT III, 1000V, 5A
rating.
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TP1, TP2, TP4 & TP38 Slim Reach

Test Probes

« Slender probe bodies for probing closely
spaced or recessed terminals

« Hard stainless steel probe tips (red,
black)

« CAT III, 1000V, 10A rating
UL listed.

o TP1 has a flat blade

design to hold e

securely in blade
type electrical wall sockets.

o TP2 has 2mm diameter tip for
electronics work. Also
compatible with AC70A
alligator clips

o TP4 has 4mm diameter probe tip
designed to fit securely into
IEC electrical wall outlets

« TP38 has Insulated Probe Tip
(Designed To Meet GS38
Specs for United Kingdom)
Use with TL22 and
TL24 Test leads
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TP20 Industrial Test
Probes
» One pair (red, black)

« Extra long, very sharp ﬁ
stainless steel tips for

probing recessed components and piercing
insulation
o CAT III, 1000V, 10A rating.

TP8O0 Electronic Test /
Probes
« One pair (red, black)
« IC insulated cap prevents
shortening of IC legs for probing high
density components or boards
« CAT III, 1000V, 10A rating.
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this product is available from:

TIT

Thurlby Thandar Instruments Ltd.
Glebe Road, Huntingdon

Cambs. PE29 7DR England

Tel: 01480 412451

Fax: 01480 450409

email: sales@tti-test.com

web: www.tti-test.com

TTi is an official technical distributor for the Fluke Test Tools
and Bench Instruments range in the UK.

We aim to keep many of the most popular products in stock for immediate delivery.

We can provide technically based advice on the use of these products and our sales engineers will
be pleased to arrange a demonstration.

TT

Measurably Better Value
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KomnaHus ((3J'IeKTpO|_|J'|aCT» npeanaraeT 3akKn4vyeHmne onrocpoYHbIX OTHOLLIEHUN npu
NOoCTaBKaxX MMMNOPTHbIX 3NTEKTPOHHbIX KOMMOHEHTOB Ha B3aMMOBbLIFO4HbIX yCJ'IOBI/lFlX!

Hawwn npeumyuiectsa:

e OnepaTuBHbIE NOCTABKM LUMPOKOrO CMeKTpa 3NeKTPOHHbIX KOMMNOHEHTOB OTEYECTBEHHOIO U
MMMOPTHOrO NPON3BOACTBA HANPAMYO OT MPOM3BOAMTENEN U C KPYNMHENLLNX MUPOBbLIX
CKNaaos.;

MocTaBka 6onee 17-TM MUNIIMOHOB HAMMEHOBAHWUIN 3NEKTPOHHbLIX KOMMNOHEHTOB;

MocTaBka CNoXHbIX, AeULNTHBIX, MMOO CHATLIX C MPOM3BOACTBA NO3ULIUIA;

OnepaTtunBHbIE CPOKM NOCTABKM Nof 3aka3 (0T 5 pabounx gHewn);

OKcnpecc goctaska B Nnobyto Touky Poccuu;

TexHnyeckas nogaepkka npoekTa, NomMoLLlb B nogdope aHanoros, NocTaBka NPOTOTUMOB;

Cuctema MeHeXMeHTa KavyecTBa cepTuduumnposaHa no MexayHapogHomy ctaHgapTty 1ISO

9001;

o JlnueHausa ®CH Ha ocyulecTBneHne paboT ¢ NCNONb30BaHWEM CBEOEHUIN, COCTABAOLLINX
rocygapCTBEHHYIO TalHy;

o [locTaBka cneumnanmampoBaHHbIX KOMNoHeHToB (Xilinx, Altera, Analog Devices, Intersil,
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq,
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics v gp.);

MoMMMO 3TOro, O4HMM M3 HanpaBnNeHU koMnaHum «AnekTpollnacT» ABNseTca HanpaBneHne

«UcTouHmkn nutaHua». Mel npeanaraem Bam nomoub KoHCTpyKTOpCKOro otaena:

e [logGop onTuManeHOro peleHus, TexHn4eckoe 060CHOBaHME Npu BbIOOpPE KOMMOHEHTA;
Monbop aHanoros.;
KoHcynbTaumm no NpUMEHEHMIO KOMMOHEHTA;
MocTaBka 06pa3yoB M NPOTOTUMNOB;
TexHn4veckasn noaaepka npoekTa;
3awmTa OT CHATMSA KOMMOHEHTA C NPON3BOACTBA.

Kak c Hamu cBfizaTbCcA

TenedoH: 8 (812) 309 58 32 (MHOrokaHanbHbIN)
Pakc: 8 (812) 320-02-42

OnekTpoHHas nouTta: org@eplastl.ru

Aapec: 198099, r. Cankt-INeTepbypr, yn. KannHuHa,
Oom 2, kopnyc 4, nutepa A.
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