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Laird 81720 Conductive Fabric Tape is an ultra-thin tape which offers exceptional 
conformability and conductivity for dynamic flex applications.  It’s constructed of 
nickel/copper metalized fabric with a conductive pressure sensitive adhesive 
(PSA).  This reliable tape design provides outstanding shielding performance while 
offering superior abrasion and corrosion resistance under high dynamic flex 
conditions.   
Laird 81720 is a halogen free product and can be supplied in tape or further 
customized to application by die-cutting, hole punching, and so on.  

 

FEATURES  
• Ultra-thin 

• RoHS compliant 

• Halogen-free per IEC-61249-2-21 standard 

• Low surface resistivity of < 0.04 Ω/□ provides 

excellent conductivity 

 

APPLICATIONS 
• Cabinet applications 

• LCD and Plasma TV 

• Medical equipment 

• Servers 

• Printers 

• Laptop computers 

 

 COMPOSITION  

 Conductive layer (metalized fabric) 

 Adhesive layer (acrylic conductive PSA) 

 Release paper 

 
CHARACTERISTICS  

ITEM UNIT SPEC TEST METHOD 

Thickness  mm  0.027 ± 0.004 - 

Peel Adhesion  N/25mm >8 PSTC 101* 

Shear Adhesion @R.T. Hrs >24 PSTC 107# 

Shear Adhesion @80℃ Hrs >1 PSTC 107# 

Tensile Strength, MD N/25mm >45 - 

Operation Temperature °C -10 to 80 - 

Surface Resistivity(fabric side) Ω/□ <0.04 ASTM F390 

Z-axial Resistance Ω <0.03 - 

Remark    *: Test Method A, dwell time 60 minutes 
#: Contact area 25mm by 25mm 

Note: According to the ultra-thin fabric, the adhesive may bleed through the fabric in some 
severe conditions.  Such bleeding will not impact the physical performance. 

 
SHELF LIFE                        

12 months under 23℃/65% R.H. 

 

 



 

 
 

Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
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