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Datasheet for 76650-0221

• Proximity sensors
• Photoelectric sensors
• Hall effect switches
• NFPA and ISO cylinders

• Threaded connectors for secure mating
   retention 
• M8 is an industry standard connector that
  allows for direct connection to sensors and
  switches
• Nickel-plated brass nut for corrosion 
  resistance

Features and Benefits Applications

Current Rating: 4 Amps

Product Highlights

Wire size:

60V AC / 75V DC

24 AWG

Specifications

Circuit Sizes:

Brad Harrison Nano-Change (M8) connectors and cordsets offer the industry's 
broadest selection of space-saving cordsets, receptacles, inserts, splitters, and 
molded junction boxes. They provide rugged performance in tight spaces while 
minimizing downtime, maintenance and wiring time.

Voltage:

3

Thread Standard:

Mounting Orientation:

Connector Type: Receptacles and Cables

Straight

General Information

Molex / Waldom

Wire-to-Wire

M8

Kit assembled in U.S.A.

Description:

Product Family:

Part Number:

Design Configuration:

76650-0221

Manufacturer:

Country of Origin:

Nano-Change®

Certificates:

M8 Field-Attachable 3 Pole Male and Female Panel Mount Receptacle, Straight 
Connector and Receptacle and 5m Single-Ended Cable

(Molex Parts within this kit) - EU and China RoHS Compliant, UL and CSA 

Title: Nano-Change Connector and Cable Kit

For additional Molex / Waldom Design and Solution kits please go to www.molexkits.com
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Molex Part No.
Quantity in 

Kit

403000A10M050 1

4R3P06A27C300  1

4R3P00A27C300 1

N03FA03124 1

N03MA03124 1

3 Pole Male panel mount Receptacle with 30 cm long 
24 AWG cable

Mexico

Bill of Materials for Part No. 76650-0221

Single Ended Female 3 wire cord 5 Meter long with straight 
coupler, 24 AWG

No Recommended Molex Tool(s) for Part No. 76650-0221

Germany

Germany

Germany

3 Pole Female panel mount Receptacle with 30 cm long 
24 AWG cable

Country 
of Origin

Germany

Description

3 Pole Female Field-Attachable threaded Connector

3 Pole Male Field-Attachable threaded Connector

For additional Molex / Waldom Design and Solution kits please go to www.molexkits.com
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Компания «ЭлектроПласт» предлагает заключение долгосрочных отношений при 
поставках импортных электронных компонентов на взаимовыгодных условиях! 

 
Наши преимущества: 

 Оперативные поставки широкого спектра электронных компонентов отечественного и 
импортного производства напрямую от производителей и с крупнейших мировых 
складов; 

  Поставка более 17-ти миллионов наименований электронных компонентов; 

 Поставка сложных, дефицитных, либо снятых с производства позиций; 

 Оперативные сроки поставки под заказ (от 5 рабочих дней); 

 Экспресс доставка в любую точку России; 

 Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов; 

 Система менеджмента качества сертифицирована по Международному стандарту ISO 
9001; 

 Лицензия ФСБ на осуществление работ с использованием сведений, составляющих 
государственную тайну; 

 Поставка специализированных компонентов (Xilinx, Altera, Analog Devices, Intersil, 
Interpoint, Microsemi, Aeroflex, Peregrine, Syfer, Eurofarad, Texas Instrument, Miteq, 
Cobham, E2V, MA-COM, Hittite, Mini-Circuits,General Dynamics и др.); 
 

Помимо этого, одним из направлений компании «ЭлектроПласт» является направление 
«Источники питания». Мы предлагаем Вам помощь Конструкторского отдела: 

 Подбор оптимального решения, техническое обоснование при выборе компонента; 

 Подбор аналогов; 

 Консультации по применению компонента; 

 Поставка образцов и прототипов; 

 Техническая поддержка проекта; 

 Защита от снятия компонента с производства. 
 
 
 

 
 

Как с нами связаться 

Телефон: 8 (812) 309 58 32 (многоканальный)  
Факс: 8 (812) 320-02-42  
Электронная почта: org@eplast1.ru  

Адрес: 198099, г. Санкт-Петербург, ул. Калинина, 

дом 2, корпус 4, литера А.  
 

mailto:org@eplast1.ru

